KGC RESOURCES

CS2000

Simplifying Carbon & Sulphur
Analysis

Quality. Innovation. Reliability.




T

4
KGC RESOURCES

KGC Resources SDN BHD (223165-D)
2-4-2, Jalan Setia Prima E, U13/E Setia Alam, Seksyen U13, 40170, Shah Alam, Selangor Darul Ehsan, Malaysia
Tel: 03-3341 2880 Fax: 03-3343 9880 Email: sales@kgcscientific.com kgcresources88@yahoo.com




KGC Resources SDN BHD (223165-D)
2-4-2, Jalan Setia Prima E, U13/E Setia Alam, Seksyen U13, 40170, Shah Alam, Selangor Darul Ehsan, Malaysia
Tel: 03-3341 2880 Fax: 03-3343 9880 Email: sales@kgcscientific.com kgcresources88@yahoo.com




KGC Resources SDN BHD (223165-D)
2-4-2, Jalan Setia Prima E, U13/E Setia Alam, Seksyen U13, 40170, Shah Alam, Selangor Darul Ehsan, Malaysia
Tel: 03-3341 2880 Fax: 03-3343 9880 Email: sales@kgcscientific.com kgcresources88@yahoo.com




WD-3000 Automated Water Dispenser

WD-3000 is able to accurately dispense up to 10 samplesa atreasing throughput. The
WD-3000 automates the dispensing equipment market to achgyedliable dispensing solutions.
The WD-3000 can also be used for chemical dispensing swwiech as buffers and light acids.
The dispensing nozzles are fully adjustable so spacinbeamade to suit most tray configurations.

The WD-3000 Dispensing System utilizes a new concept in dielgvéquid volumes to all samples
contained within a rack. The multi position dispensingesyscan be configured with up to 10
syringes of the same volume.

Features include:

Interchangeable syringes
Simultaneous dispensing
Touch screen PC controller
Accurate dispense volumes
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TGA4000 Robotic Thermogravimetric Analyzer

Provide high throughput TGA results with a capacity tdyaesover 1,200 samples in a 24
hour period

Robotic cell consisting of a Robot, Drying Cabinet, @ard Loading Cabinet, four Furnaces
and a Crucible Cooling Station

Designed to perform Loss on Ignition using different terapees to achieve a 4 point LOI
The furnaces can be programmed to operate at tempera¢twesen 100 and 1000°C and are
permanently kept at the programmed temperatures
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Specification

GENERAL

Dimensions

3257mm W X 3075mm D X 2140mm H

Autosampler

Rotary, 42 Positions

Software

User Friendly with “Web Styled” navigation

Cabinet Design

Extruded Anodized Aluminium Frame Work. Powder
Coated Aluminium Panels. Stainless steel linear
guides and fasteners. Easily accessible components
for repair and maintenance purposes.

Maintenance

Designed for easy and fast cleaning of Furnace Parts

Robot

ABB 6 Axis with accuracy better than 0.1mm

Computer

Latest Windows © PC with 19” LCD Monitor,
Keyboard & Mouse

GASES

Carrier Gas Oxygen

99.5% Purity; 275 kPa

Carrier Gas Nitrogen

99.5% Purity; 275 kPa

Pneumatic

Dry clean air free from contaminates; 400 - 600 kPa

Incoming Gas Pressure Monitors

Nitrogen and Oxygen

Oxygen Flow

0-10 liters per minute

Nitrogen Flow

0-10 liters per minute

POWER
Furnace 415 VAC +/- 10%, Three Phase, 25 Amp per phase
Computing 240 VAC +/- 10%, Single Phase, 10 Amp
ANALYSIS
Accuracy Standard deviation better than 0.05

Analysis Time

Variable depending on method

Sample Weight: ORES

1.0000g

Sample Weight: COAL

500mg

Balance

2 Analytical balances 0.1mg

Crucibles

Ceramic

Sample Carousel

42 Positions including 2 reference
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TGA3000 TGA Analyzer

Automated single furnace system
designed for the analysis of Moisture,
Volatiles and Ash

Application: For analysis of Loss on
Ignition or LOI in Iron Ores

Producing 40 sample results within a
programmable period of time

Can be used for Proximate Analysis

Has an innovative Oxygen and
Nitrogen purge system.

Specifications:
GENERAL

Dimensions 1080mm W X 1570mm D X 1785mm H

Autosampler Rotary, 42 Positions

Software User Friendly with “Web Styled” navigation

Cabinet Design Extruded Anodized Aluminium Frame Work.
Powder Coated Aluminium Panels. Stainless
steel linear guides and fasteners. Easily
accessible components for repair and
maintenance purposes.

Maintenance Designed for easy and fast cleaning of Furnace
Parts

Robot Labfit linear manipulator. Accuracy less than
0.Imm
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Computer

Latest Windows © PC with 19” LCD Monitor,
Keyboard & Mouse

GASES

Carrier Gas Oxygen

99.5% Purity; 275 kPa

Carrier Gas Nitrogen

99.5% Purity; 275 kPa

Pneumatic

Dry clean air free from contaminates; 400 - 600
kPa

Incoming Gas Pressure Monitors

Nitrogen and Oxygen

Oxygen Flow

0-10 liters per minute

Nitrogen Flow

0-10 liters per minute

POWER
Furnace 415 VAC +/- 10%, Three Phase, 25 Amp per
phase
Computing 240 VAC +/- 10%, Single Phase, 10 Amp
ANALYSIS
Accuracy Standard deviation better than 0.05

Analysis Time

Variable depending on method

Sample Weight: ORES

1.0000g

Sample Weight: COAL

500mg

Balance

2 Analytical balances 0.1mg

Crucibles

Ceramic

Sample Carousel

42 Positions including 2 reference

*TGA3000 to be installed in a laboratory environment. Must be free from vibration sources, kept in a dust-free air-
conditioned room, humidity must be 0-80% non-condensing, to be free of air currents in excess of one meter per
second. To be free from electrical interference and EMF sources. Free from wireless interference if TGA fitted with

wireless networking.
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AS-3010D Automated Dual pH Tester

The AS-3010D Automated pH soil tester determines the anafwsdil lime buffer capacity
automatically. The AS-3010D determines this automaticallyradihe buffer solution to the sample
as the soil pH is being determined (using titration methitld ealcium hydroxide).

The AS-3010D is a fully automated soil pH tester that oess 2 soil pH analysis
simultaneously, increasing the sample through put and addsuffer at the same time if required.
Furthermore the AS-3010D incorporates a dual channel bopdfiep to produce more precise and
accurate results than manual pH analysis with reduced talsts

AS-3010Q Automated Quad pH Tester

Similar to AS-3010D model however AS-3010Q has 4 pH soil tester and able to measures 4 soil pH
analysis simultaneously
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AS-3000 pH, EC and ORP Analyzer

The AS-3000 pH, EC and ORP analyzer now offers an affordaliiemated solution to the
tedious and time consuming manual method of analyzing pts &@ ORPs' simultaneously in
water samples. Ideal for application as a:

water & soil pH analyzer/tester
EC analyzer/tester
ORP analyzer/tester

The pH, EC and ORP analyzer is controlled by a PC usimgvative water testing equipment
software, which allows quick and easy calibration of magk designs - without using rules and
chalk marks. The pH, EC and ORP tester software furtthverncontrols the sampling process
throughout, automatically determining sample accuracy saability and providing output to a
printer, LIMS or file. The AS-3000 pH, EC and ORP analyzan be programmed to accept

readings based upon stability and/or maximum time. Sampéestirred during the analysis and the
electrodes can be rinsed after every analysis.

The system comes complete with a PC, AS-3000 softpackage and operating instructions.
The standard pH, EC and ORP Analyzer is supplied compidtea meter and probes, AS-3000 pH,

EC and ORP software, all cables, connectors and tegyasbte of accommodating 60 samples per
tray.

KGC Resources SDN BHD (223165-D)
2-4-2, Jalan Setia Prima E, U13/E Setia Alam, Seksyen U13, 40170, Shah Alam, Selangor Darul Ehsan, Malaysia
Tel: 03-3341 2880 Fax: 03-3343 9880 Email: sales@kgcscientific.com kgcresources88@yahoo.com




AS-3000 pH Analyzer & Conductivity Analyzer

The AS-3000 automated pH and EC analyzer now offers ardabite automated solution to the
tedious and soul-destroying manual method of analyzing pH @mdlictivities of soil samples. The
AS-3000 is ideal for application as a:

pH tester/analyzer
conductivity tester/analyzer

The AS-3000 automated pH and EC analyzer is controlled &/ askhg innovative conductivity
& soll testing software, which allows quick and easybtation of new rack designs - without using
rules and chalk marks. The AS-3000 automated pH and EC anabfp@are furthermore controls
the sampling process throughout, automatically determinarmgpke accuracy and stability and
providing output to a printer, LIMS or file. The AS-3000 auated pH and EC analyzer can be
programmed to accept readings based upon stability and/omomaxtime. Samples are stirred
during the analysis and the electrodes can be rinseceaéey analysis.

The standard soil testing equipment system can acconentds sizes up to 1000 mm x 326
mm, but with a resolution of +/- 0.2mm it can also aggiegaultiple micro-trays.
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AS-3000 Automated Acid Based Titration System

The AS-3000 Titration System now offers an affordable mated solution to the tedious
and time consuming manual method of acid based titratindsedox titrations of large batches of
drinking and waste water samples.

The Titration System controlled by a PC using innovateger testing equipment software,
which allows quick and easy calibration of new rack desigmghout using rules and chalk marks.
The Titration System software furthermore controks sampling process throughout, automatically
determining sample accuracy and stability and providing otbpatprinter, LIMS or file. The AS-
3000 Titration System can be programmed to accept readasgsl lmpon stability and/or maximum
time. Samples are stirred during the analysis and gutretles can be rinsed after every analysis.

With the aid of an accurate syringe pump, the softwaebie to stop within +/- 0.04 pH of
the desired programmable end point. The AS-3000 TitratioreBysan be left to analyse samples
over-night increasing sample volume
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