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·  Built for Automation 
·  Operates stand-alone or from a computer 
·  Infuses and withdraws 
·  Applications range from simple infusions to complex 
   pumping programs 
·  Programmable preset protocols 

Program up to 41 pumping phases that change 
pumping rates, set dispensing volumes, insert pauses, 
control and respond to external signals, sound the 
buzzer 

·  RS-232 and TTL logic control interfaces 
·  Dispensing accuracy of +/-1% 

 

Nett Delivered, excluding Tax/Duty 
RM 4,528.00 (Malaysia) 

SGD 1,950.00 (Singapore) 
USD 1,490.00 (Indonesia) Auto Vacuum Desiccators with built 

in pump – 12 Liter . 
Model: EQ-SP-VC-1               
·  Electronic pump automatically seals the container 

when close top cover. 
·  It is perfect for keeping chemicals, amples and crystal 

wafer/substrate 
·  Complete suction in only 2 minutes and maintain 

vacuum automatically. 
·  Silicone O-Ring seal and locking mechanism clasp 

keeps the clean container air tight. 
·  Date indicator on top of lid to mark the date of 

storage. 

Nett Delivered, excluding Tax/Duty 
RM 1,100.00 (Malaysia) 
SGD 475.00 (Singapore) 
USD 357.00(Indonesia) 

·  Handles on each side of base makes it easy to carry. 
·  Removable inner tray for easy cleaning & 

maintenance. 
·  Vacuum seal indicator lights. 
·  Material: AS Clear Lid, ABS Storage. 
·  Product Dimensions: 18.4 x 10.4 x 9''. 



 
 

 

 
 

 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 

 
 

Nett Delivered, excluding Tax/Duty 
RM 6,380.00 (Malaysia) 

SGD 2,740.00 (Singapore) 
USD 1,980.00(Indonesia) 

Small Benchtop Muffle Furnace  
(4x3.8x5", 1.3L) up to 1100 C with 
Venti ng Port & 4 Alumina Crucibles                                                                   
MODEL NO: EQ-KSL-FB1318M 

·  Ceramic fiber insulation permits faster heat-up, 
reduces energy consumption. 

·  Embedded heating elements on top and at both sides 
improve temperature uniformity. 

·  Drop-down door doubles as a convenient shelf for 
loading and unloading. 

·  One 4.75 mm O.D. ( 3.75 mm I.D)  x 100 mm  length 
( 4") alumina tube is included  

·  4 pcs 25 mm dia x 25H  Alumina Crucibles with 
Cover are included  

Compact Muffle Furnace (4x4x4", 1.0L) 
up to 1200 C with 2 Crucibles and 30 
Programmable Segments                                   

EQ-CMF-1100X-220V                 

·  High purity fibrous alumina insulation for max. 
      Energy saving 
·  Two 8 mm diameter nipple connectors can be 

installed to gas inlet  
·  Slide down door for loading and take off sample 
·  Two Alumina Crucibles are included 
·  Power – 1000 W Max 
·  Max, Temperature – 1200 oC 
·  Continuous Temperature - 1100 oC 
·  Maximum Heating Rate: 30 oC /min 
·  Temperature Controller – PID programmable  
·  Temperature Accuracy - +/- 1 oC 
·  Heating Elements - Fe-Cr-Al Alloy doped by Mo 
·  Thermocouple – K Type 
·  Dimension : 200mm x 230mm x 360 mm 

Nett Delivered, excluding Tax/Duty 
RM 8,880.00 (Malaysia) 

SGD 3,825.00 (Singapore) 
USD 2,780.00(Indonesia) 
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TRANSFORM 680 MICROWAVE 
DIGESTION  SYSTEM                             

MODEL NO: MW680     

Features 

• Round, pressure resistant heavy duty oven chamber 
made of    PFA-coated stainless steel 
• Evenly distributed microwave field throughout the 
chamber to ensure uniform heating for each sample 
vessel. 
• 6 closed vessels designed to operate at up to 250°C 
temperature and 400psi pressure. 
• Maximum 1200 watts microwave output with fast, 
seamless power control for the full power range. 
• A sealed pressure control system.�
�
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• Switchable single/electronic double beam optics 
• Six (6)   turret with auto-switch 
• Closed suspending type optic system with anti-     
vibration 
• Automatic switch between air and N2O 
• Automatic flame ignition 
• Solid Teflon nebulizer chamber 
• Titanium-alloy burner head 
• Self-reverse background correction 
• Universal XYZ auto sampler 
• Footprint 854 x 500 x 480 mm 

Nett Delivered, excluding Tax/Duty 
RM 60,880.00 (Malaysia) 

SGD 26,280.00 (Singapore) 
USD 19,980.00(Indonesia) 

PROMOTION !!!  
 

PLEASE CALL FOR 
QUOTE 

 

LESS THAN 50K 
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Gas-less™ Educational GC System  

·  CCD Detector 
·  On-Column Injector 
·  Built-in "whisper quiet" Air Compressor  
·  1 channel PeakSimple Data System 
·  1-meter Hayesep-D Column  
·  Small size, full peformance 
·  Dimensions: 12.5" wide x 13.5" high x 14.5" 

deep 
·  Ambient to 400°C temperature programmable 

column oven 
·  Mounts up to four detectors 

Nett Delivered, excluding Tax/Duty 
RM 29,800.00(Malaysia) 

SGD  12,850.00(Singapore) 
USD 9,300.00 (Indonesia) 

PROMOTION !!!  
 

PLEASE CALL FOR 
QUOTE 

 

LESS THAN 100K  



 

 
             

 

Nett Delivered, excluding Tax/Duty 
MDFT 500 – 5 LITERS 

RM 62,800.00 (Malaysia) 
SGD  27,250.00(Singapore) 
USD 19,850.00 (Indonesia) 


