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POST & PEDESTAL SYSTEM T

8mm Diameter Posts L

P8 series posts are of 8mm diameter with precision ground finish. Both

ends are provided with M4 tapped holes. P8 series posts are compatible M4 Tap
with PH8 series post holders 11

Model No: Length (mm)

P8-25
P8-30
P8-50
P8-75
P8-100
P8-125
P8-150

Post Holders for 8 mm diamet

25
30
50
75
100
125
150

?3,6

Length - L

|
%°8mm diameter posts !
%°Length up to 150mm |
%°M4 tapped holes at both ends| |
%°Stainless steel construction
%°Ground finish — 1

M4 Tap

These post holders have square relief cut for stable thgee point line contact
with post and post holder. Spring loaded plunger kngahlis provided with
every post holder for smooth up and down moven]eht d stable
tightening at desired position.

Locking knob

\
We can fix post holder to an optical table , base pfatg o‘r a pedestal adapter
using M6 mounting hole provided at the bottom of the ;Bst holder.

Model No: Height - H (mm)

PH8 - 25
PH8 - 30
PH8 - 50
PH8 - 75
PH8 - 100

MEEE
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M6 Tap

%°Aluminium alloy construction
“%°Black anodized finish

%°M6 mounting hole

%°Suitable for 8mm diameter post
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POST & PEDESTAL SYSTEM

12mm Diameter Posts

P series stainless steel posts have 12mm diameter with precision $12303
ground finish. One end of the post is turned suitable for M4 screw and
other end is for M6 screw. A 3.6mm diameter hole is provided on the m
surface of the post for providing extra torque while tightening W
components on it. A 3.5mm allen key or a screwdriver with less than M4 Tap
3.6mm diameter can be used for tightening. For post holders suitable
for 12 mm diameter posts refer to PH series post holders. i\
ﬁ“" 2
Model No: Length (mm) ?
P - 30 30 g3 |1
P - 40 40 | n
P - 50 50 ! 5
P-75 75 ! 3
P - 100 100 %°Stainless steel |
0 |
P - 125 125 !
040 e /
b 150 150 ©“Ground finish ’ //
P - 200 200 %°0One end chamfered for easy 3%
%°M4 & M6 threaded for mounti o
P - 250 250 M6 Tap
Post Collar - Model: PC - 12
PC-12 Post collars are slip on type collars with M4 soft metal tipped
knob. PC-12 collars are made of aluminium B51S alloy metal with
black anodized finish. PC-12 post collars are suitable for our 12mm
diameter posts. They can be easily inserted or removed by using
suitable access slots provided.
Note : Post and post holders are not included, and are sold separately
P-LE Series Posts
P-LE series stainless steel posts have precise laser engraved scale
reference from M4 screw side. Engravings #BBproyided at 1mm
division along their length. m
Model No: Length (mm) Ma Tap
P - LE 50 50
P - LE 75 75 A\~
P - LE 100 100 ﬁ’ ]
P - LE 125 125 ?
P - LE 150 150 236 |! B
P - LE 200 200 : £
%°Stainless steel |
%°Ground finish '
%°0One end chamfered for easy access
%° One end M4 threaded and other end M6 threafH# -
%° Laser engraved scale ME Top
@D -0 ke www.holmarc.com
Optomechanics E-masales@holmafc.com maiI@Qo R G
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Post Holders for 12 mm diameter Posts
212 o
la)
PH series post holders have a square relief cut for stable three point line 52
contact with post and post holder. Spring loaded plunger knob is _gu_a
provided with every post holder for smooth up and down movement .
. . . L z n X
and stable tightening at desired position. 2 W<
z -0
We can fix post holder to an optical table , base plate or a pedestal ?E"d
adapter by using M6 mounting hole provided at the bottom of the post e ':f
holder. < <
M6 Tap 90:
'_
o
)
Aluminium alloy construction PH - 30 30 —
Black anodized finish PH - 40 40 o
M6 mounting hole PH - 50 50 &
Suitable for 12mm diameter post PH - 75 75 =
PH - 100 100 Z
PH - 150 150 T
@)
L
=
Plunger knobe °

Plunger Knobe, Model isP&GKr29s plunger, loaded with a suitable spring, imside
M6 stud. This plunger knob prevents posts from sudden falling while/ loosening the k

removing the post or adjusting height in an optical set up. Only one hand is
operation using post and post holder.

Cs

Pedestal Adapter For Post Holder

Pedestal Adapter Model : PPA PG 12D is used to convert PH series post
holder to a pedestal post holder system. This can be used to position

an optical system away from the line of mounting holes array by using a
pedestal fork.

Stainless steel construction
Turned finish
M6 stud for mounting

Disc thickness 5mm
Suitable for STD fork PPA-PG-12DPedestal Adapter5 Nos.(1 set )

PGK-20 Plunger Knob 25 Nos.(1 set )

Pedestal Post Holder

Pedestal Post holders have stainless steel pedestal foot of thickness
5mm.The posts will sit down to minimum height compared to our

regular post holders. A square relief cut is also provided for better
clamping. One spring loaded plunger knob model: PGK-20 is fixed with

Plunger Knob

2 3 QANALYTIC |NSTR|.|ME|\1T5 7POSITIONING DE|VICES]_17UV-VIS-IR OPT

every pedestal post holder. Pedestal post holders are made in
aluminium alloy with black anodized finish. é
PPH - 12D - 30 30 T
PPH - 12D - 40 40 &
PPH - 12D - 50 50
PPH - 12D - 75 75
PPH - 12D - 100 100 A
PPH - 12D - 150 150 pons !
"WWw.holmarc.com @D o vire
E-maskles@holmatc.com mail@Qo R G Optomeghanﬁlcs
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%°Aluminium alloy construction
%°Pedestal foot made of SS

%°Black anodized finish

%°Through bore

%°Suitable for STD fork Model: PF-25

Bottom of [PPH
series pedestal post
holder is provided
with a through bore
of 12 mm diameter.

Pedestal Fork

70
Pedestal Fork , PF-25 is constructed in stainless steel. Fork can belused 67
to fix pedestal post holder. Post holder with suitable pedestal adaptier U
) : . 6 CBR Slot
pedestal post can also be fixed to a breadboard or optical tabhle Wwith _—
this fork. N £
R HE= = DH s
(o]
— \ |
10 31
%°Stainless steel construction
%°12mm thick
%°M6 CBR slot ~ 0
-~ Ll

%°Suitable for STD pedestals
%° Machined finish

Translating Post Eo2deimn

Translating Post Holders provide non rotating height adjg v a
knurled rotating thimble. Post holders accept 12mm dia )s .
Plunger Knob (model: PGK-20) is fixed with every Transla st
Holders. Translating post holders are made in ahswRdiRiidrip o] d
given black anodized finish. 925
Plunger Knob
We can fix these given post holders to an
optical table, base plate or a pedestal adapter .
by using M6 mounting hole provided at the §
bottom of the post holder. N
Locking Knob i <
| T
Model No: Height - H (mm) | §
TPH - 75 75 |
TPH - 100 100 i
TPH - 150 150
@25
Pedestal adapter
Pedestal fo|rk P
 Model No. : PPA-PG-12D
This is used to convert our PH
series post holder to pedestal
post holder system.
@0 o vnrc www.holmarc.com 91 RUBA-25
Optomechanics E-mas&les@holmatc.com mail o

Mirethan 1000 st of sptomechanicalprodces

007



[ N ] OLMARCRESEARCH TOOLS
[ | |

opto-mecHaTronics pvT.LTDV R4 PRODUCT CATALOGUE

%%EE’OF CONTENTS

H 12
Translating Pedestal Rost2Hwonhder
TPPH series Translating Pedestal Post holders have a g
stainless steel pedestal foot of 5 mm thickness. One Ew
spring loaded plunger knob (model: PGK-20) is fixed with 425 x5
every Translating Pedestal post holder. Translating Plunger knob mﬁ&
Pedestal post holders are made in aluminium alloy and 35‘(
given black anodized finish. ;u
B <
lllhlllllllllhﬂ £ Fo
Locking Knob '%\;‘ :(' <:(I
g Ox
= -
TPPH - 75 75 £ 5
i) )
TPPH - 100 100 2 “'
TPPH - 150 150 ©
&
?31,8 —
- - 1 Z
' <
Application fdea .
@)
L
4 — Mounting clamps N s
?A E Through-holes E
Standard Solid Breadboard SB Through-hole allows the stage to%e used
Model : BB-250400-AL in an imaging application |that Pequires
illumination from underneath the sample.
Custom mounting patterns are possible for
Heavy Duty>Post easy integration with other device.
Model : HDP-400 / g )
n
Optic Holder ™ ©
Damped Heavy Duty Post N
\ T These posts are made of pre®@ision
machined SS pipes. Inside the pige is filled
with epoxy having vibration damping
properties. n
N\ ) >
\, J >
) =
ol — -
2 [7s) \(;l
< Refer Paged Alo. 3
— o S
-
O o
E )
[ S z
z
0p] © ©
@) - -
(al Right angle Post ClamBwivel Type Post ClamEnd Right Angle Post CBafpand Socket | p 8
Model No: RAC-12 Model No: SWPC-12 Model No: TEPC-12 Model: FAPC-172 &
un
=
One stop shop for all your research needs. g
—_—
i3
-
n
z

Visit us @ www.holma fg¥e

cts..
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POST & PEDESTAL SYSTEM

16mm Diameter Posts

16mm diameter posts are made in stainless steel and given precision

ground finish. Both ends of the posts are provided with M6 tapped P16003
holes for mounting. A hole of 3.6mm diameter is provided on the
surface of the post for providing extra torque while tightening
components on it. A 3.5mm Allen key or a screwdriver less than 3.6mm
diameter can be used for tightening. For post holders to be used with P-
16 D series posts, please refer to PH 16D series post holders.

@,

M6 Tap

'
1
m p()St 6 (0
ol
P16D-30 30 | 2
P16D-50 50 i %
P16D-75 75 . 3
P16D-100 100 |
Model P16D-125 125
Materi@al Stainless S P16D-150 150
P16D-200 200
WERSUE TTEE P16D-250 250 M6Tap | 1| -
P16D-300 300

Post Collar  Model: pC - 16

PC-16 Post collars are slip on type collars with M4 soft metal tipped
knob. These are made of aluminium B51S alloy with black anodized
finish. PC-16 post collars are suitable for our 16mm diameter posts.
This can be inserted or removed easily by using access slots
provided.

* Post and post holders are not included and are sold separately

P16D-LE Series Posts

P16D-LE series stainless steel posts have precisely laser engraved
scale in 1mm division along their length.

$16005

“odel Notength (

P16D-LE30 30 Mot

P16D-LE50 50 p i
P16D-LE75 75 7|7
P16D-LE100 100 o35 | 1]

P16D-LE125125
P16D-LE150150

Length - L

P16D-LE200 200
P16D-LE250 250
M6 Tap -
@D :ouvare www.holmarc.com
Optomechan|c5 E-masales@holmatc.com mail @4 o MRS
Hom 000 o ot
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Plunger knob m
fa)
These post holders have a square relief cut for stable two line contact 230 < ¢
with post and post holder. One spring loaded plunger knob is provided 16 'E'.ﬂ‘r
with every post holder for smooth up and down movement and stable @z
tightnening at desired position. r % N $EE
-1 0
We can fix post holders to an optical table, base plate or a pedestal é gaa
adapter using M6 mounting hole provided at the bottom of the post o
_,_I
holder. i <z
i) O
Model No: Height - H (mm) z -
PH - 16D - 30 30 5
PH - 16D - 40 40 ;
PH - 16D - 50 50 & | 9
PH - 16D - 75 Sl %°Aluminium alloy construction —o
PH - 16D - 100 100 %°Black anodized finish M6 Tep <Z£
PH - 16D - 150 150 %°Through bore T
PH - 16D - 200 200 %°M6 mounting hole 8
PH - 16D - 250 250 %°Suitable for 16mm diameter post §
'_
o
o
Pedestal adapter
Pedestal
This is used to convert our
standard PH 16D series fost
holder to a pedestal polst holder .

Pedestal Post Holder for 16 mm Diameter Post N

Model No: Height - H (mm)

PPH - 16D - 30
PPH - 16D - 40
PPH - 16D - 50
PPH - 16D - 75
PPH - 16D - 100
PPH - 16D - 150
PPH - 16D - 200
PPH - 16D - 250

%°Square relief cut

%°Through bore

%°5mm thick pedestal foot
%°Plunger knob

%°Aluminium alloy construction
%°Black anodized finish
%°Suits P16D posts

“%°Compatible with PF-25 pedestal fork

MEEE
www.holmarc.com
E-mashles@holmatc.com mail o AT

30
40
50
75
100
150
200
250

Height - H

Bottom of the
16D series ped
post holders

through bore of
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Translating Post-Hxlad enm

TPH-16D series Translating Post Holders provide non rotating height
adjustment by a knurled rotating thimble. Translating post holders
accept 16mm diameter posts. Plunger Knob (model:PGK-20) is fixed
with every translating post holder. These are made in aluminium alloy

and given black anodized finish.

These post holders can be fixed to an optical table, base plate LeckingKnob
pedestal adapter using M6 mounting hole provided at the bottom of the

post holder.

Model No:

TPH-16D - 75 75
TPH-16D - 100 100
TPH-16D - 150 150
TPH-16D - 200 200
TPH-16D - 250 250

M6 Mounting Tap

Plunger Knob

Height H (Travel £7.5mm)

N—tH————.—

IS

Pedestal forl

Pedestal adapter

This is used to convert our
standard (PH-16D series) post
holder to a pedestal post holder .

Translating Pedestal P-ogtéedhodder N

TPPH series Translating Pedestal Post holders have a stainless steel

pedestal foot of 5mm thickness. One spring loaded plunger knob Plunger Knob
(model: PGK-20) is fixed with every Translating Pedestal post holder.
Translating Pedestal post holders are made in aluminum alloy and
given black anodized finish. _
Locking Knob: E
Model No: Height - H (mm i‘ E
TPPH-16D - 75 75 b
TPPH-16D - 100 100 2
TPPH-16D - 150 150
TPPH-16D - 200 200 o l l
an #31,8 4
Right angle Post ClarBwivel Type Post ClTamjEnd Right Angle Post CBafpand Socket p
Model No: RAC-12 Model No: SWPC-12 Model No: TEPC-12 Model: FAPC-1

PAGE
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POST CLAMPS

Right Angle Post Clamp

Right angle clamp

%%?E'OF CONTENTS

m
This is a 360° rotatable post clamp com Model No: 20)
It is suitable for spatially restricted opt RAC - 8 8 mm Wy
RAC - 12 12 mm —Zu
%° Aluminium alloy RAC - 16 16 mm m—g
%°Black anodized finish Right angle reducer clamp w <
%°M6 locking knobs 20
RACR16 - 12 16 to 12 <®
L)
2

<
o

. -

Top End Right Angle Post Clamp o
—

o
Top end post clamp can be used for clamping 8 mm, 12 mm or 16 m¥ diameter
to each other to achieve T joint.

z

<

T

%° Aluminium alloy Model No: 8}

%°Black anodized finish TEPC - 8 8Smm "'EJ

%°M6 tapped hole at bottom TEPC - 12 12mm E

%°M6 locking knob o

TEPC - 16 16mm o

Swivel Post Clamp ?

Swivel post clamps can be used to achieve three degrees of freedom for post mounted componen'{s.

Ball and Socket Clamp

There are models suitable for 8mm, 12 mm & 16mm diameter standard posts. o
x

0

%° Aluminium alloy Model No: :
%°Black anodized finish SWPC - 8mm Ii
%°M6 tapped hole at bottom SWPC - 12 12mm —
%°M6 locking knob SWPGC 16 16mm —
n

w

©

>

T

[a)]

)

This clamp provides 360° rotation about its axis ard swings 9(
The device can be locked at any desired position. 3)pt|cal m o
post holders etc. can be mounted on it.

%° Stainless steel
%°Machined finish

%°M6 tapped hole at bottom
%°Single lock screws

2 3 QANALYTIC |NSTRLMEI\1T5 7POSITI

BSPC - 12 Dual ball design

FAPC-12 Single ball design
www.holmarc.com @D o.uire
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POST BASES

Slotted Plates

SLP-25 model slotted plate is suitable for standard optic mounts with
M6 mounting holes. They have M6 CBR slots from bottom.

0 &JINEIJ_NO:) 40 379Vl

SLP-75 model slotted plate has two M6 slots and one M6 C bored hole

suitable for our standard post with M6 mounting hole. This slotted plate
helps to arrange a twin mirror set up or a custom small optical bench

within a restricted space.

I

d 's314dvLl 1vOlIldO

SLP-275 model comes with two M6 CBR slots opposite to each other.
We can use this when the optical path is far from the mounting holes.

%°Aluminium alloy
%°Black anodized finish
%°M6 CBR hole for ounting

SLP - 25 50 x 18 x ®ingle M6 slot with M6 CBR hole
SLP - 75100 x 18 x IT2vo M6 slots with M6 CBR hole
SLP - 275900 x 18 x 12 Two M6 CBR slots

1do d1-siA-AnL TT S|)|NVH33WOJ‘g8?:IVOEIGV§;E1

M6 CLR Slot\ /—Ms Slots 2nos. M6 CBr M6 CBR Slots 2nos.
AINESRp— R S— - p——— =
N2 ‘& = ((E D @ )
30 30
9 25 30 30
M6 CBR i P =
~ | | | |
Ny . A1 LT ! . 1 ¥
O\t n—“Jl—zﬂ I! I I I I o L|-1— ————— —r-,—' |-|-1— ————— —rL|
Loy L 50 50 | |1 | [
I I I I I I
50 100 100
8 SLP-25 SLP-75 SLP-275
|_\
(&)
. - |
3 Light Tight OPTICAINCABBE RES HOLMA
(%]
3 %°Lightweight black panels for light sensitive applications
g %°Protects sensitive equipment from dust, acoustic noise,
= thermal gradients and light
© %°Mounts directly to optical tables and breadboards
o
—‘2— %°Can be custom built for your specific application
r% Enclosures help to suppress disruptive acoustic energy and
led) reaching optics mounted on optical table, improve recon
Q brightness, permit longer exposures and reduce laser
jZ> requirements. The top panel is magnetically attached and ca
o Please Refer Page No. 06600&0. Please contact us for details.
z
o
UZ) PAGE [Visi§
— (] HOLMARC www.holmarc.com
- Optomechar“cs E-masales@holmatc.com mail @4 o MRS
S 00 e ooyt
= 013
m
=z
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Post Bases

Post base is used to mount a post holder anywhere on a breadboard

irrespective of the position of tapped holes.
aluminium alloy and given black anodized finish.
suitable for M6 screws.

: Suitable .

These are made of
Mounting slots are

M6 CLR Slots

M6 CBrs

10

30

PB - 1850 - Shaped 12 mm 18 x 50 x 9 cr i it g (£ o/ 1"
PB - 1868 - Shapedl2 & 16 mm 18 x 65 x 9 | / ) INERINES
PB - 6525U -Type 12 mm 65 x 25 x 9 ] = 5 B4
PB - 7530U -Type 12 & 16 mm 75 x 30 x 9 . 3 YN W
PB - 7525H-Type 12 & 16 mm 75 x 25 x 9 ' — L e s
PB - 9030H-Type 90 x 30 x 9 —t . . .
o [ Lid T /A 10
PB - 655%quare-Type 65 x 50 x 9 ' - t t t
65
M6 CBr M6 CLR Slot PB-6525 PB-6550
M6 CLR Slots M6 CBr
/ | M6 CLR Slot M6 CBr
PR g IE N VAN / /
: (D)4 4 [ YW 4 [/ I‘
o ) |
25 25 |15 | 40 " w0 d @ 9
75
Il 1 Iil Ii 25 25
o [EERREH L T
-1 L -
37,5 37,5 75
PB-7525 PB-7530 Nl T
e Lo
Magnetized Post Bases & a5
PB-9030
Magnetized base plates have NdfeB magneitc buttons at the base.
Other specifications are the same as that of normal post bases

Smtable
odel Np: Type | ooi'Suty, size (nd

MPB - 1850C - Shaped X x 9
MPB - 1855H - Shaped 18 X 65 X 9
MPB - 6525 U -Type 12 mm 65 x 25 x 9
MPB - 7530 U -Type 12 & 16mm 75 x 30 x 9
MPB - 7525 H-Type 12 mm 75 x 25 x 9
MPB - 9030 H-Type 12 & 16 mm 90 x 30 x 9
MPB - 6550Square-Type 12 & 16 mm 65 x 50 x 9

C - Type Clamps
C - Type clamps are used for holding r
rigidly. The objects can be held in position by adjustable scre

iy

L voder] o ] L [ _w | ]

C-TC-12 12mm 25mm 19mm 17mm
C-TC-25 26mm 40mm 25mm 25mm
C-TC-50 51mm 70mm 50mm 33mm

V - Type Clamps

V-Type clamps are used for holding rectangular or cylindricall
rigidly. Three basic models are available to suit various objecft

drical o

bj

M6 Tap

Clamping Arm

| wodger | L | ow | [ Hi] Al vooE
V-TC-12 30.5mm 19mm 48mm 17mm 90° nnn Hi
V-TC-25& 40mm 25mm 55mm 40mm 90° o 7o
V-TC-50 60mm 63.5mm 77mm 25mm 120° L w
Www.holmarc.com @D .o.uare
E-masdles@holmatc.com mail o HE G Optomechanlcs
Horckan 1000 vavitisof sptomechonicalpro
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POST MOUNTING SYSTEM - BASE PLATE

Pedestal Bases

Pedestal Bases are of diameter 75mm, with standard M6 mounting
hole at the center for fixing posts or post holders. The thickness of the
base is 15mm. Magnetic pedestal base Model : IDBM-75 has NdfeB
permanent magnet while IDB75 model is without magnet.

IDB - 75 Dia - 75 x 15 Without magnets

IDBM - 75 Dia - 75 x 15NdfeB permanent magnets M6 CBr
7
2 RES
IDB - 75 IDBM - 75 Ll
“"Non magnetic stainless/sAdeminium alloy ?75

"M6 CBR mounting hole ““"NdFeB magnets
%°M6 CBR mounting hole

Switchable Magnetic Post Ba B B erars
These bases come with a switchable magnet for ea ning off R ') @/ °
optical components. To ensure stability, bottom m face ig © &
given ground finish. N e
8 © 0 0 8
Model No: 2 (e}
MB - 50 . € O© .
12,5 25 12,5

%°Aluminium platform
%°10kgs. of magnetic clamping f
%°Machined finish
%°M6 tapped holes on 25mm grid
%°65 x 50mm mounting alea

oN /\OFF /-Magnet

65

Radial Slotted Base Plate

Radial slotted post base helps to fix a post or a postyhrdder at a
convenient horizontal angle on the breadbj : j (\ le
+

with our standard 12mm and 16mm series plosf hpld&rsiM

5

~N

AR

| 1

| _—1
12,5]12,5

. L S l7/@/
Magnetized base plates have NdfeB malgngetic bu\t ons’%t t
base. Specifications are the same as| thatle é/n
magnetic model.

: Suitablp o ©
wosel No: Type | o320, gize (m)

PBS - 6525 quare Typel2 mm 65 x 50 x 9

- o

o |i i LS i
Square type - - L P! L
MPBS - ESG’aagnitize&Z & 16 mm5 x 50 x 9
@D .o marc www.holmarc.com
Optomechan|cs E-masdles@holmafc.com mail o HE G
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Swivel Post Base

OLMAR CRESEARCH TOOLS

opto-mecHaTronics pvT.LTDV R4 PRODUCT CATALOGUE

This is a 360 degree rotatable post base compatible with our

standardl2mm and 16mm diameter post holders.
post base is suitable for spatially restricted optical
We can directly mount post, post holder or a pillar post
x12mm SHC screw on this swivel post base

Aluminium alloy
Black anodized finish
12mm thickness

360 degree rotatable
M6 clearance slot
M6 C bored hole

PB - SW - 30

XY Post Base

XY Post bases are suitable for our
standardl2mm and 16mm diameter post
systems. These post bases can be adjusted
through 25mm in XY direction. We can easily

fix post holder using an M6x12 SHC screw.
26 38

Swivel
setups.

by M6

9,5
122

<y ) ) - /—MG CBR M6 Taps
post base with magnetic button tg pos|tion 14 CBRs 2nos.

on optical tables/ breadbords| are —Rfsg

available. ' (Q%@ -
Aluminium alloy g 2 @f:@/\@( 3 :',:
Black anodized finish

16.5mm thickness N2 % I
25mm in X and Y z

M6 clearance slot — Baasfiiel, s s

M6 & M4 C bored hole & =10
Button magnet (in Magnetic XY PoktBase)®

able Clamps

/-MG Tap /-M6 CLR Slot

(\/
15 30
@28 5
65
PB - XY - 50 90 X 65 mm

MPB - XY - 5090 X 65 mm

We can relaunch a base mounted system on an optical set up using a
set of table clamps. Stages or components without mounting holes can

as well be fixed using these table clamps.

16

40

10

M6 CLR Slot

15

™~

20

10,

50
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TC - 35 35 x 15 x 6 Small Type
TC - 50 50 x 15 x 9 Slotted
TC - 75 75 x 15 x 9 Slotted
L-TC - 50 50 x 15 x 16 L Shaped
M6 Tap
M6 CLR Slot
M6 Tap M6 CLR Slot
" / 7
H P S a——
_1_o_| 20 |10 _&I 40 10
50 75
mymT T 1 1 I
IR T SEREI 1
T T T
TC-50 TC-75

www.holmarc.com
E-masales@holmatc.com

91A84-25
maiI@Qo 91F484-25

L-TC-50

2 3 QANALYTIC |NSTR|.AME|\1T5 7POSITIONING DE|VICES]_17UV-VIS-IR OPT

PAGE

- HOLMARC
Optomechanics

Worethon 1000 it of sptomecAonical prodices

016



0 &JINEIJ_NOO 40 379Vl

I

1d4VvDO ® STIvyd
d 's314dvLl 1vOlIldO

1do d1-siA-AnL TT SFINVHOEWOJ‘QSHVOQGV?;SI

INIWNYLSNI ouMVNvOSSé’:)l/\IaG oNINOILISOd. G T so

OLMAR CRESEARCH TOOLS

HE
B B orto-vechaTronics pvT.LToV R4 PRODUCT CATALOGUE

Opto Mechanical Kit-12mm Post System

OMK-01 Kit contains all commonly used postsy PPHin BASESsyRPSH
collars, post clamps, table clamps etc. OMK;&k, £RARRINSo nt&Pners

components .This kit provides more flexibility whplecxaH ?ﬁelasl?éFéragcléPntainerOMK - 01
an optical set up due to the variety of components g% ?’nﬁmliﬁgo%‘blﬁﬁgc?nents
Components are kept in seperate labelled containers for safe storage

Description Qty
P-30 12mm dia post - 30mm loh@
P-40 12mm dia post - 40mm loh@
P-50 12mm dia post - 50mm loh@
P-75 12mm dia post - 75mm loh@
P-100 12mm dia post - 100mm |ddg
P-150 12mm dia post - 150mm lo5g

PH-30 Post holder for 12mm dia posi-B0mm long
PH-50 Post holder for 12mm dia posi®0mm long
PH-75 Post holder for 12mm dia posi-0/5mm long
PH-100 Post holder for 12mm dia postt@00mm long
PH-150 Post holder for 12mm dia post5150mm long

PB-6525 Post base 10
PB-7525 Post base 10
PB-6550 Post base 10
RAC-1Z Right Angle Post Clampl0
SWPC-12 Swivel Type Post Clampb5
L-TC-50 L Shaped Table Clamp 10
PC-12 Post collar 15

PPA-PG-12edestal Adapter for PH Series Post holder
PF-25 Pedestal fork for PKG 20 Ped&8tal Adapter

HOLMAR

‘ HELMARC
Optomechanics
brrly Attty b
Post Base
PB-7525
Post Base
PB-6525
'"P' Series
dia:tnzen:(renr Post PH Series
Post holder
Swivel Post Clamp
SWPC-12
Post Collar
PC-12
L Shaped
Table Clamp Right Angle
Post Base L-TC-50 Post Clamp Pedestal Adapter
PB-6550 RAC-12 PPA-PG-12D
@D ovarc www.holmarc.com
E-mashles@holmatc.com mail ) HE G

Optomechanics

Mirethan 1000 st of sptomechanicalprodces
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PEDESTAL SYSTEM

Pedestal Post

%%?E'OF CONTENTS

m

a

Pedestal posts are of 25mm diameter with precision ground finish. 52
Both ends of the pedestal post are tapped suitable for M6 screws. A —i'f
3.6mm diameter hole is provided on the surface of the post for m.g
providing extra torque while tightening components on it. We can w <
. . . -1 0
use 3.5mm allen key or a screwdriver with less than 3.6mm diameter @
for tightening. Pedestal fork PF 25 is suitable for pedestal posts. ,fm
-

<
o

Model No: Height (m N
PP - 5 05 OH

PP - 10 10 e o

PP - 12 12 ﬁ g)
PP - 20 20 We can fix e
PP - 25 25 devices with M4 *| | wrstainless steel =

PP - 50 50 mounting hole by )
) 3 “°Compatible fork, PF-25
M6-M4 Adapter

PP - 75 75 a0 %°M6 mounting holes W

PP - 100 100 ; =

|_

o

o

- Model No-
Shims

Pedestal PS - 0.1 0.1 100
PS - 0.2 0.2 100
PS - 0.5 0.5 25 »
PS - 1 1 15 S
PS - 1.5 1.5 15
PS - 2 2 15
PS - 5 5 5
PS - 10 10 1
PS - 20 20 1
PS - 25 25 1

Steel Clamping Forks
Pedestal shims are used to maintain desired height of an optical set
up while using pedestal system. Construction material is stainless
steel. M6 tapped holes are provided for PS-25 and PS-20. A 6.5mm
clear hole is provided on other models for M6 set-screw.

7POSITIONING DE|VICES]_ 1 7JUV-VIS-IR OPT

Pedestal Fork

Pedestal Fork , PF-25 is constructed in stainless steel. These forks can be used to fix pedes@l post

holder, post holder with suitable pedestal adapter or pedestal post to a%}rg-g%l%'d" tical t%‘ble.
s
. - - %
Model : PF - 25 M (Eg x‘P © _o:l
'_
%° Stainless steel constru N\ n
%° Machined finish b s z
%° 5mm disc thickness 70 o
%° Suitable for pedestal J ~
: i T H—TTH >
<
=z
™
PAGE N
www.holmarc.com 91PU8:4-25 « HOLMARC
E-masales@holmajc.com mail @WHo ISR Optomechar"cs
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Pillar Post

PLP series stainless steel pillar posts are designed
to construct rigid structures in various heights.
Diameter of the pillar post is 25mm with precision
ground finish. Both ends of the pillar post are
tapped suitable for M6 screw. A 3.6mm diameter

hole is provided on the surface post for
providing extra torque while ing

components on it. We can use 3.5 key or a
screwdriver with less than 3.6mm ymeter for
tightening. By using pedestal adapter| PIPAsRag-12D

and pedestal fork PF 25 we can fix the pillar post to
the base plate. Pedestal shims can-beéised to raise
height with 0.1mm increment whiile setting up

optical experiments. li:
= |, [ Model Np: Height (
PPA-PG-12D can be used as pedesthl adagpfter
. PLP-30 30
for post holders and pillar gposts$
By PLP-38 38
< PLP-50 50
?3,6 :
%°Stainless steel :LLPP 17;(: 17050
%°Compatible with PPA-PG!{12D adaptier PLP-15C 150
%°Compatible fork, PF-25 PLM-ZO(J 00
%°M6 Mounting holes ["’:i '2 g
It -
v%°Compatible with shims i PLP-25 2l
PLP-300 300

25 mm diameter pillar post holder

PLPH series pillar post holders are compatible with PLP series pillar posts.
can fix these post holders to optical table, post base or pedestal adapter v

fork using M6 tapped hole at the bottom of post holder

%° Aluminium alloy construction oSuitabIe pos

%°Inner Diameter : 25mamedeater 38 mmp_LppH-50 50
%°Post tighten by M6 metal screw knc ' p| pprRs 75
. :
%°M6 Mounting Hole PLPRHO) 100
00 : ; ) = P =
n°Compatible with PP-38 Adapter and PLPRHS) 150
Pillar Post Base
Piller post bases are made of aluminium PLP-SQ
finish. They are suitable for fixing pilla
breadboard
Model Nd:  Size | Type |
MB-50 65x50mm Magnetic
PLP-SQ 65x65mm  Square-small s ) B i
PLP-R Dia-65mm Circular-small Model : MB-50 Slotted Base Model : PLP-SQ
Round Base Model : PLMR
@D .o varc www.holmarc.com
0ptomechan|c5 E-masfles@holmatc.com mail @Uo ISR
Somn 100 et v
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ight Angle Post Clamp

Two types of RAC series, right angle post clamps are
available. Model: RAC-2512 can accommodate 25mm
diameter pillar post and 12mm diameter post in right
angle. Model: RAC-2516 can accommodate 25mm
diameter pillar post and 16mm diameter post in right
angle.

RAC-2512
RAC-2516

Aluminum alloy
Black anodized finish
Suitable for 12mm or 16mm post series

edestal Post Clamp-Rotatable

PLC-25 model Pedestal

on it and locked by M6 knob.

Aluminum alloy

Rotatable M6/M4 threaded post
M6 Rotation locking knob
Black anodized finish

edestal Post Clamp .

i

post clamp is suitable for/ RLP pillar -posts qr
pedestal posts. Optic mounts can be held by the rat@atabile rad provided

H O |_ M A R CRESEARCH TOOLS

opto-mecHaTronics pvT.LTDV R4 PRODUCT CATALOGUE
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nx
w <
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<°21
65 L)
-
<<
— O
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) o
o é o
—
o
—_——
L 60 z
I
(@)
W
~ =
] h=p @ S
o
(@]

25

M6 Locking Knob

— © 2]
- @) = 0
'_
o
(@]
a4
: ”
Model : PPC-25 S

Pedestal post clamps are designed to>be used w
pedestal posts. It can be clamped anﬁwhere on

Ll post for mounting other components.

37 i

n

ss Aluminum alloy 3

M6 CBR M6 Locking knob ~

i:t ,,-(\] Black anodized [finish m

D) = a]

O]

z

34 M3 CBrs 4nos. 36 g

H o M6 Taps 9nos.. —
illar Post Qiilisaeiee - 1 =N ; =

- [(ONZ Q\ \/C 8

Model No:LPC-1 pillar post /I.\ ©) © 0 &

clamp, mad'e in a!umlnlum with L+ o o o fo) o P ED

black anodized finish, can be \_/ o) o o =

used for building rigid elevated w

Dy Qs © & =

structures or for fixing a L Q < S

component or sub-assembly at 5251 o] 2 2 E

a height . The inside diameter of the clamp is suitable % ” 2
for pillar post or pedestal post. M6 and M4 tapped -
holes are provided on the front surface for fixing o
Holmarc s standard components directly . Aluminum alloy -
. o >

Black anodized finish 4

<.

www.holmarc.com

91 RIB4-25
E-mashles@holmatc.com maiI@Qo 91FagA-25

Suitable for 12mm or 16mm post sexies

230~
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arge Post Clamp Plates

Aluminum alloy
Black anodized finish
Suitable for 12mm or 16mm po

34 M6 Taps 25nos.

M4 Taps @25mm Grid

Piller Poest—p

Compaet—— \
Translation Stage\
CST-50 \
Large post clamp plate is suitable for pillar \post.

Construction material of large post clamp is aluminium
and given black anodized finish. M6 tapped holes aré\\

L1do di1-siA-AnL T T

3a oNINOILISOdL G T so

21LATYNY) §88o1A

INIWNHLSNI

provided on the surface for mounting optical <
LPC - 220 x 120 x 9mm components
ost Clamp B riaGkets i Fce - os '
§ © ° q Post Clamp Br k
Post Clamp Bracket is suitable for b e ° i qeket
mounting commoners or sub- 9 ¢ ¢ Pl”f;CP_TStmamp
assemblies in a horizontal plane. o w2
This bracket is suitable for both N
LPC-1 & LPC-2 model pillar post q s Of,.
clamps. The mounting area is 65 2[0 U
X 65mm . —
2!

Optical Mounts

HOLMARC offers a wide range of Optical Mounts suited for different
mounting needs that grant significant customization potential for any
optical application. They are used to mount or position optical components
including optical filters, optical lenses, prisms, polarizers, or laser
assemblies for a range of optical applications. Optics Mounts are mounting
components that use a number of securing methods such as bar, ring,
kinematic, or gimbal to safely hold optical components without risk of

damage or unwanted movement. Optical Mounts are essential additions to

any optical system or application by providing the means to position
components for effective implementation.

Try oCmstom DefBogns
Inspiration and send us your
technical requirement and
drawings at sales@holmarc.com

Manufactured by

HOLMARC OPTO-MECHATRONICS PVT. LTD

Follow us on

PAGE
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HEAVY DUTY POST SYSTEMS

Damped Heavy Duty Post

%%?E’OF CONTENTS

Hop - 400 0 " *°%Hoe - 300

m
Dampe‘d heavy duty posts are used ppp - 500 HDP - 250 2(/:
for building elevated structures & w
elevated platforms to fix opto- HDP-200 —EE
mechanical mounts, tube HEBer$00 e
with suitable laser mounts etc. Most HDP-150 '-'_,Jf)
of the opto- mechanical mounts are 2
provided with mounting holes for o
fixing it to the clamps of this post ;('i'
system. The diameter of the post is O
37.5mm and tolerances are kept ',_,‘L
within 0.1mm. Damped heavy duty OF|
posts are made from machined $37,5 o
and ground stainless steel pipes | (=]
filled with semi-solid epoxy. This T —c-
design makes them light weight, "'L*J" <Z£
still rigid and sturdy. Epoxy filling HDP - 150 150 i 5
damps vibrations. M6 tapped holes HDP - 200 200 | w
are provided for mounting purpose. HDP - 250 250 ! £ §
HDP - 300 300 ! £ o

Post Spacer HDP - 350 350 | 2

HDP - 400 400 rL
Post spacers are designed to act as shims/spacetPPwhB@0 500 i

assembling heavy duty posts to adjust height with re@sp@ utieomoof 600 I .
0.1 mm . These spacers are made in stainless steel with ground M6 Taps S)
finish at ends. M6 tapped holes are provided for HDPS-20, E
HDPS-25 and HDPS-50 while other models af ™Mled with o
6.5mm clear hole for M6 set-screw. ThicknpMs$n. Ofdeame x
B over o (o) 01 |5

™ HDPS - 0.10.1 100 6.5mm ~

HDPS - 0.20.2 100 6.5mm >

HDPS - 0.50.5 25  6.5mm =

D HDPS -1 1 15 6.5mm —

HDPS - 1.51.5 15 6.5mm o

. HDPS - 2 2 15  6.5mm S

1:” l_* HDPS - 5 5 5 6.5mm S

A=t ¥ HDPS - 1010 1 6.5mm Om

937,5 HDPS - 2020 1 e o

HDPS - 2525 1 . 2

HDPS - 5050 1 Depth-6mm g

=

)

Heavy Duty Post Base ,g\
Heavy duty post bases are made of al .@
black anodized finish.These are suit E‘
heavy duty posts to a metric breadboa =
J——

MB-50 65x50mm Magnetic z
HD-SQ 65x65mm Square-small ;
HD-R Dia-65mmCircular-small Hegneie Pasi Base Post Base =
HD-SQ90 90x90mm Square-Big Q e
HD-R90 Dia-90mmCircular-Big <z(
S

(9p)

PAGE N
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>
E MOUNTING CLAMPS
-|O-| Several types of mounting clamps are available for heavy duty post system. These mounting clamps are !
o opto mechanical devices of various sizes and shapes. Suitable holes are provided in common pattern for m
CZJ mirror or beamsplitter mounts, breadboards, 90degree brackets, filter wheels etc. Details are described on
— .
m Mounting C|aiEpiEen o
- 34
() These are used along M4 Taps dnos. MGTaps‘—‘ms--\
o with heavy duty posts for m | (I
F achieving a vertical % © @b
T mounting surface. For - ° |
PP model C-HDP mounting s N g ¢ o ¢ &
;,’3 surface is 65 x 65mm. M6 o % | 7
» 4 and M4 tapped holes are L d d d
9"; provided on 25mm grid 3 9 2 2
oOr
;m on the surface. . o o
py) .
_;'% Large Mountlng Clamp These are used when a large mounting surface
» > 34 M6 Taps 25nos. M4 Taps 16005 is required on heavy duty posts. Size of
| [ esamoma mounting surface is 120x120mm. M6 and M4
o 0/0 o mounting holes are provided on 25 mm grid.
a ¢ ©° °© Construction material is aluminium and given
¢ 8, & o © black anodized finish.
9 Q [+ Q Qo
g | (o g +te o o o of [IIModelELTHDRE C
n C 0" e ° %°Aluminum allo
il e o o o o oo y
0 ° ° o o /°Suitable for Heavy duty posts
Q@ © o o o %° Black anodized finish
o : % s N N %°M6 and M4 tapped holes
46
62 120

Compact Post [Medeligiorc 7

This post clamp is usefull to attach an optical mount( mirror i =

59

mount or laser mount) to a heavy-duty post. The optical

mount can be fixed at various angles using knurled 65

clamping knob. M6 CER Hole
E—

L1do d1-siA-AnL T T S|>|NVH33WOJ‘§8}:1\1090

@ ] T
| Il
| Il
| L1
@37.5+0.05
-0.00

9

19

%° Aluminium alloy
%° Black anodized finish
%° M6 mounting hioles

/-ME Taps 15n0s. /-Ma Taps 8nos. @25mm Center

Right angle bracket ., Model No: ABC120
& c/c o o
o o o

T_h||$ §U|tab|e for moyntlng corr?pon.e Model nt.al
direction. Construction material is " aiu u with

g —o2 o © ©o ¢ . - e
e o o o black anodized finish. - ans s
= @ @ ¢ © o | o | b
Model : ABC o ) /—>
220 6,5mm Slot: 3 _e 0 Q n

] 4 o o Heavy Dlulty
| Post Coller

1 9 9 Q
| m [—NF-E 25 25 \MGT 9 HDP_PC-38

—Q.I . $| 65

|_Model bo __Name | _suitable Clamp |

ABC - 55Right angle Brackeounting clamp
ABC -120Right angle Brac&krgte Mounting Clamp

30

0] [(=

6,5mm Slots 3‘

21LATVYNY) &8o1AlEa oNINoILIsSOd. G T so
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ual Rod System

The device consists of two damped
(HDP Series)
aluminium
plates at top and bottom. Bottom plate
has M6 clearance slots to clamp it to
breadboards and

heavy duty posts
assembled wusing two

optical

The sliding member carries a mounting plate with M6

tapped holes. Use of two heavy duty posts,

makes them

rigid and sturdy for mounting heavy components/sub-

assemblies.

Additional Mounting clamps

OLMAR CRESEARCH TOOLS

opto-mecHaTronics pvT.LTDV R4 PRODUCT CATALOGUE

Aluminum

alloy

Black anodized finish
M6 mounting holes

100

75

87

M6 Taps @25mm Center

125

10;

?38 @38

available for two or more
on a dual rod system.

Right Angle Bracket

Suitable
horizontal

mounting
direction.

co
Construction material

65

Height- H

se[t platforms

12

porments in

is aluminium with black anodized finish.

DRS - 300 325

DRS - 500 525

DRS - 800 825
provides

Telescopic Primary
Spherical or
Parabolic

mirrors with custom
sizes and design.

ZOPTICS

sales@holmarc.com, optics@holmarc.com

www.holmarc.com

91 RIB4-25
E-mashles@holmatc.com maiI@Qo 91FagA-25

Point your camera
Phone at the QR Code
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MIRROR & BEAM SPLITTER MOUNTS
Rigid Mirror Mounts
RMM Series rigid mirror mounts are post mountable. Optics is held
by nylon tipped set screw in a 3 point contact stepped bore of the
device. Rigid mirror mounts are manufactured from aluminium alloy
6061 grade and given black anodized finish.M6 mounting hole is
provided for post mounting applications.
o]
; d D
o
> —
=
_|
>
= |
m + a P )
2 i
@ (@)
i il
M6 Tap T

Mode! '—-__

RMM - 12.5 12.5mm or 0.5 13.5

RMM - 25 25mm or 1 21.5 38 11 23 12
RMM - 38 38mm or 1.5 27 50 11 35 12
RMM - 50 50mm or 2 35.5 65 11 47 12
RMM - 75 75mm or 3 49.5 90 14 72 16

Rigid Flip Mount
Rigid Flip Mirror Mounts can be used for sud VRTINS MUNCTTICENEIE, SICETTEITY

entry of a mirror or beam splitter in an optical patlFlbAMM - 12.512.5mm or 0.5
flipping action. These mounts assures preci FLRMM - 25 25mm or 1 45
positioning and repeatability. FLRMM - 50 50mm or 2 60

1do d1-siA-AnL TT S}”NVHQE‘WOJ‘QBHVOQGV?;SII

>> Can be used for

beam tapping, beam sampling
beam sharing , beam sglitting

Tipped Set Screw

8
< €
© T
M6 Taps 15
-
_\/ [
© 3
c
'\3"" M6 CBR 8
o hit
m Lo—ar /_
n 7T -~
— I |
AR All
20 7,5 M6 Tap_ e 175 175
40 35
erce e
@D ovarc www.holmarc.com 91 piBi4-25
Optomechamcs E-masales@holmafc.com mail @WHo ML
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FPlain Mirror Mounts=RIES

Front surface of the mount is plain. Optics can be fixed tmethe front surface;vm‘_ﬂp

of the mount using adhesive. Two types of plane mi

OLMAR CRESEARCH TOOLS

opto-mecHaTronics pvT.LTDV R4 PRODUCT CATALOGUE

available. MM-AK-T series mounts provide translation i o tiltindd
This type of mount has three lead screws, two of them fo ng tlﬁr&*
one for translation. Concentric M4 CBR holes and M6 es gre
provided at two adjacent sides for vertical mounting o ount.One
M6 mounting hole is provided at the back plate for hor|zontallg q;untim@aﬂam;%os,/ 125
prism mounting applications. 24
L or 25mm optic hodss
Angular Tip / Tilt/- 3°
Translation Rangémm (Selected Models Only) M6 Taps 2n0s.
Linear Resolutio®.25mm (100 Tpi) /MoTep

Sensitivity 4 arc sec.
Mounting Hole: M6
Mounting OrientaVYieonical & Horizontal

=N
=N

Material Aluminium
125 20 L
10| |8
— — M4Tap56nos./
%:[: ] © 21 12.5mm Center
1)
~ M6 5
i _@ 1.5 or 38mm opt
@ 2 imical <o

12,5

Accessories

38
37

19

5
¢ @

19

37

?: /] 25 Slotted post mounting
[ = M4 Taps i
A 205 49 base plate for MM Series
50 Mirror mounts

2 or 50mm optic mount

AK
CS serie€overed Lead Screw Dri
- Micrometer Drive

Optic Size AK series CS series Mu series

series

25 mm or 1
50mm or 2.0

25 mm or 1

MM-AK-25 MM-CS-25 MM-MU-25
MMAK-50 MMCS-50 MMMU-50

Plane Mirror Mount with Translation
MMAK-T-25 MM-CS-T-25 MM-MU-T-25
MMAK-T-50 MM-CS-T-50 MM-MU-T-50

MEEE
www.holmarc.com

E-mashles@holmatc.com mail o AT

50mm or 2.0

- HOLMARC

Optomechanics

Horshan 1000 oariis of sptomschonical prodicts
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Kinematic Mount For Rectanguwlars@ptics-

In KMR series mirror or beam splitter mounts, optics is held in a
square pocket machined in the tilting plate of the mount. Nylon
tipped soft set-screws are used to tighten the optics in this pocket.
Back plate is L shaped. We can use beam splitter, mirror, filter etc.
along with this mount.

http://www.holmarc.com/
kinematic_mount_for_
rectangular_optics.php

Two types of KMR series mirror or beam splitter mounts are
available. KMR - AK - T series mounts provide translation in addition
to tilting in two axis.

Angular Tip / Tilt +/- 3degree
Translation Range 6mm (Selected Models Only)
Linear Resolution 0.25m@MM00 Tpi)

Sensitivity 5 4 arc sec.

Mounting Hole : M6 Tapped/M4 CBR
Mounting OrientatiovMertical & Horizontal
Material : Aluminium

Accessories
Slotted post mounting
3mm allen key knob base plate for KMR

for lead screw Series mirror mounts
Model No. ALK-3

Accessories

Refer Page No : 067

Can be used for filter mounts, beamsplitter mounts, rectangular cylindrical lens mounts etc.

Tipped Set Screws for Optics Holding

LINIWNYLSNI DILATYNYD Ssé’ou\lao ONINOILISOd. G T sojrdo di-sian-Aan, TT sFlNVHQHWOLgQHVOQG

Tipped Set Screws for Optics Holding.
Set Screws for Optics. %
7 B =Hl
& ” g -
_ &) b= £ @ 8 5 l:g 1
o o o o B
M6 Taps and ) ! o n N
M4 CBRs _L\ D o & @ R
& E —— 5|
o ey =2 '“
.
d
25 25 12_[ |10, MGLTESCERS 325 325 15 || M Taps and 375 375
A 21 50 A 25 65 2 28 75
1 or 25mm optic mount 1.5 or 38mm optic mount 2 or 50mm optic mount

- - cs serie
Mu series

25mm or 1 A-1.5 A - 143 A-25+8
38mm or 1| A-1.5 A - 193 A-25+8

KMR-AK-25 KMRCS-25 KMR-MU-25 25 mm or 1 M6
KMRAK-38 KMRCS-38 KMR-MU-38 38mm or 1.5 M6
KMRAK-50 KMRCS-50 KMRMU-50 50mm or 2.0 M6
Plane Mirror Mount with Translation
KMRAK-T-25 KMR-CS-T-25 KMR-MU-T-25 25 mm or 1 M6
KMRAK-T-38 KMR-CS-T-38 KMR-MU-T-38 38mm or 1.5 M6
KMRAK-T-50 KMR-CS-T-50 KMR-MU-T-50 50mm or 2.0 M6
@D .o marc "WWw.holmarc.com 91 PiE4-25

91F48%4-25

OptomEChanlcs E-maskles@holmatc.com mail 0
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Kinematic Mount For CircalarsQptics-

%%?E'OF CONTENTS

m
Optics is mounted in a stepped bore at one corner with the help of nylon a
tipped set screw . Three drive choices are available in BM series mirror / E‘g
beam spliter mounts —Xw
x
Specifications 85,::
. . _,O
Angular Tip / Tilt +/- 3° o
Translation Range 6mm (Selected Models Only) ,<_(
n
Linear Resolution 0.25m@M 00 Tpi) ;:':‘
Sensitivity 4 arc sec. oé
Mounting Hole M6Tapped/M4 CBR N
Mounting OrientationVertical & Horizontal OH
Material Aluminum o
M4 tapped hole M4 Nylon tipped
@2 places et serew Accessories z
1 3 . Thin Optics Adapter ;
i - ! Thin optics adapters 8
g g are suitable for mounting =
i . thin beam splitters, mirrors E
- or filters on a threaded cel o
Imm to 3mm diameter optics -
can be held in thin optics
adapter.
1 or 25mm optic mount Refer Page no. : 064
Lens Cell Adapter 8
. " - Suitable for Lens having =
] e et serew e setserew edge thickness upto 10mm g
7 @I n for more on lens adapters v
£ B @ %i P R o Refer Page no. : 065 -
5 § o | 2
= 8 z]: 2] 3
v @ g o %j E ld >
& h " 45 Degree Mirror Holder
o ) N\ ?%: Refer Page no. 067 >>> E
M6 Taps and 325 325 M6 Talzz acréc: / 37,5 37,5 —
e & N » s Suitable for fixing mirrors or 0
beam spliters at 45°s on the 3
1.5 or 38mm optic mount 2 or 50mm optic moun{ kinematic Mount. Nylon >
tipped set screw is used for Om
fixing the optics on to the o
adapter. z
z
o
Optic Size AK series CS series Mu series -
- Allen Key Drive 0
CS serie€overed Lead Screw Drivep
- Micrometer Drive &
=i
=i
BM-AK-12.5 BM-CS-12.5 - 12.5 mm or 0.5 M4 w
=
BM-AK-25 BMCS-25 BM-MU-25 25 mm or 1 M6 S
BMAK-38 BMCS-38 BM-MU-38 38mm or 1.5 M6 E
BMAK-50 BMCS-50 BMMU-50 50mm or 2.0 M6 2
Mount with Translation -
BM-AK-T-25 BM-CS-T-12.5 - 12.5 mm or 0.5 M4 o
BMAK-T-25 BM-CS-T-25 BM-MU-T-25 25 mm or 1 M6 ;
BMAK-T-38 BM-CS-T-38 BM-MU-T-38 38mm or 1.5 M6 <—('
BMAK-T-50 BM-CS-T-50 BM-MU-T-50 50mm or 2.0 M6 é
™
PAGE N
www.holmarc.com @D o vire
E-masales@holmatc.com mail @Yo IESREGHES OptomEChanIC
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Kinematic Mount For Circiulac Optics S

M4 tapped hole
@ 2 places

sudiuyvo ® s1ivy
1do di-sin-anl T1T S})INVHOHWOJ‘gGHVOEGVEIjﬂ ‘s378avl 1vollaol O BUNILINOO d0 378Vl

INIWNYLSNI 0|LA'|VN\10893’:)|/\|30 oNINOILISOd. G T so

M4 Nylon tipped
set screw

2 "optics
30

1
15

or 25mm optic mount

37,5

M4 Set Screw

1.5" Optics

32,5

65

s
M6 Tap and J 325 325

1.

n
o
o

M4 CBr

5 or 38mm optic mount

2" Optics

375

75

375
37,5

PAGE
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2

M6 Taps and / 37,5 37,5

M4 CBRs

or 50mm optic mount

In KMC series Mirror / Beam
splitter mount, optics is mounted
at the center of the mirror mount.
This mirror mount is suitable for
circular mirrors, beam splitters,
lenses etc.

Angular Tip / THt- 3degree
Translation RanGmem (Selected Models Only)
Linear Resolution25mMo00 Tpi)
Sensitivity 4 arc sec.

Mounting Hole M6Tapped/M4 CBR
Mounting Orienwetibical & Horizontal

Material Aluminium

Vs

Accessories

Filp Base

Refer Page no : 063

—
45° Mirror Holder

Refer Page no. : 064

45-MM series 45° Mirror

Mount Holders are suitable
for mounting circular optics
into the MM series and

TAMM series kinematic

mirror mounts

—

AK series
w Drive
icrometer Drive

KMC-AK-12.5 KMC-CS-12.5 12.5 mm or 0.5 M4
KMC-AK-25 KMECS-25 KMC-MU-25 25 mm or 1 M6
KMEAK-38 KMECS-38 KMC-MU-38 38mm or 1.5 M6
KMEAK-50 KMECS-50 KMEMU-50 50mm or 2.0 M6
Mount with Translation
KMC-AK-T-12.5 KMC-CS-T-12.5 = 12.5 mm or .5 M4
KMEAK-T-25 KMC-CS-T-25 KMC-MU-T-25 25 mm or 1 M6
KMEAK-T-38 KMC-CS-T-38 KMC-MU-T-38 38mm or 1.5 M6
KMEAK-T-50 KMC-CS-T-50 KMC-MU-T-50 50mm or 2.0 M6

- HOLMARC
Optomechanics

Worsthan 1000 srinis of sptomschanicl protacs
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Kinematic Mount With Maximum Aperture -BMX SERIE

qAREE

m
a
<wn
W o
Ly
m —
x
nx
w <<
-0
[a1]
<
Fn
-
<
o
=
6 25 ) ) o
In BMX series maximum & 225 S
M4 Set Screw aperture mirror / bearg itter Ma Set Screw o
0 ) mount, optics is mou a | (=]
2 1
g _@@1 the center of the mou_@ " _Q-' ©
S| = - ; 2 i z
e ( Obstruction from the myo ke E :i(,ﬂ <
9 N Q will be minimum. Theteg@® - == S
N /fb ) more freedom in set 5 < . " m w
reflection or trans L N RIEEAL §
M6 Tapsand 25 25
M4 CBRs angle, 15 | |10 37,5 37,5 =
50 Ve a
l_a 29 75 (@)
1 or 25mm optic mount Two types of BMX series _
325 mirror/beam splitter mounts 2 ©f 50mm optic mount
Ma Set Screw are.avallable. BMX - Specifications
" | series mounts prov | Tip | Tib- 3 d 0
" 3 . . An ar Ti i #t/ - egree
g LI KoF translation in additidn 9to P g -2
3 9 &,{ tilting in two axis. Translatlon Ranf§emm (Selected models oﬂéy)
- @ Linear Resoluti®n25m@m00 Tpi) o
B @ - ] Sensitivity : 4 arc sec. @
<C» ) n
S Mounting Hole: M6tapped/M4 CBR o
M6 Taps and 25 et Mounting Orientdeirancal & horizonta¥
A 25 M4 CBRs 65 . A >
Material c Aluminium
1.5 or 38mm optic mount R
—
CA-25 -RMS CA-25- CM o
25mm or 1 inch kinematic 25mm or 1 inch kinematic 8
mount (any type) is suitable mount (any type) is suitable S
for this adapter .This has RMS for this adapter. This adapter om
threads to accommodate accepts C mount lens o
microscope objexitivenage 066 assembliesier page 066 z
z
o
E
AK series n
Dri&
A-193 -25% Mu series
A-243 iy
A - 2433 E.'
_ Model No: Model No: Model No: Mounting Ho =
—_—
BMX-AK-25 BMXCS-25 BMX-MU-25 25 mm or 1 x
BMXAK-38 BMXCS-38 BMX-MU-38 38mm or 1.5 M6 ;
BMXAK-50 BMXCS-50 BMXMU-50 50mm or 2.0 M6 z
Mount with Translation 0
BMMXAK-T-25 EMX-CS-T-25 BMX-MU-T-25 25 mm or 1 M6 =
>-
BMXAK-T-38 EMX-CS-T-38 BMX-MU-T-38 38mm or 5 M6 <_(,
EMX-CS-T-50 BMX-MU-T-50 50mm or 2.0 M6 =
BMXAK-T-50 é
(9p)
PAGE N
www.holmarc.com 91 RiB4-25 @D .o.uare

E-mashles@holmatc.com mail ) HE G OptomeChanICS
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Kinematic Lens Mounts/Objective Lens Mounts

KLM series threaded type mounts are suitable for mounting Lenses,
Microscope objectives, C mount microscopic objectives and camera
lenses, lens tubes, condenser lens, beam expanders etc. In KLM series
kinematic mounts, optics is held in the threaded bore by a threaded
ring or suitable threaded optical components. This mount is post
mountable type with M6 mounting hole at the bottom.

o: Max. Optic Size. (mm)) Thread T,

KLM - 25For 1 /25mm optics and 1 /25mm HM$ tubes
KLM - 50For 2 /50mm optics and 2 /50mm HM23 tubes
KMMO H For Microscopic ObjectiveRMS thread

KLM - - For Camera Lens or Microscoidl0bne cthinead

. . ) Specifications
Mount with tilt and Translation

Angular Tip / Tilt +/- 3°
KLM - T -P&r 1 /25mm optics and 1 /25mm HM$ tubes Translation Range : 6mm (Selected Models Only)
KLM - T -B@r 2 /50mm optics and 2 /50mm HM2 tubes Llnea'r.R‘esolutlon : 0.25mm / Ro(tieotd onpi)
= - ic Obi iveRMS th d Sensitivity : 4 arc sec.
KMMOH-T or Microscopic : Jectlv. t' re.a Mounting Hole : M6 / M4
KLM - T - Eor Camera Lens or Microsco@idMObpecthine®d poyunting Orientation Vertical & Horizontal
Optics Held in : Threaded Bore with Ring
Material : Aluminium
110— 25 ‘12,5. 37,5
%:i: RMS / C Mount / %
(I-Q | HM1 thread 9|
| 4 LAY ofl |1 |
= - @ P 7
E- ' Jd o 5 A
- \ o |~ 1
8 @\T-#o:_" ) © .
k {I ﬁ
15

I—“’S— M6 Taps and / 37,5 37,5

M4 CBRs
25 50 A 335 75

M6 Tap & M4 CBr/ 25 25

- 0

Kinematic Circular Optic Mount with adjustable jaw

Circular optics can be easily inserted and removed in this type of
mounts. Self centering jaw provided in this model can secure optics up
to 13 mm thickness in varying diameters of 6 to 60mm.

KMC-SC60 CS 6mm to 60mm 100 TPI Leadscrew
KMC-SC60 Mu5 6mm to 60mm 100 TPI Micrometer

0 :[% Maximum Optics Size Diameter 60mm x 13mm
Lead screw Pitch 100 TPI
Angular Tip / Tilt +/- 3°
8 -] T Linear Resolution : 0.25 mm
96 Sensitivity : 4 arc sec.
Mounting Hole : M6 Tapped / M4 CBR
ﬂ:[% Mounting Orientation Vertical & Horizontal
| H Optics Size : Minumum 6mm Maximum 60mm
= 3‘3‘15 Optics Thickness : 13mm Maximum
Drive : 100 Micrometer / 100 TPI leadscrew
@D o.varc Www.holmarc.com
Optomechanics E-masfles@holmatc.com mail @Uo ISR
Hormtan 1000 e ot fcapodes
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Top Adjustable Plane Mirros HMO wnts £ S

Top adjustable TAPM Series Mirror mounts are plane surfaced
adapter.
mounting holes at corners for accommodating prism

provided on two adjacent
One M6 mounting hole is
mounting in

center mounting circular
provided with
with suitable clamp. M6 tapped holes are
sides for mounting in vertical direction.
provided at the back plate for horizontal

applications

=

tapped hole for

with
These are also

prism mounting

/ ?\
[¥a) o
© 5 ? & o ®
I ¢ ,//
il o @ [} a» ¢
MGTap/
37,5 37,5 \ M6 Tapped Holes
75 M4 Tapped Holes
@ @ @ ) @ @ @ =
] o o [ ] & &
- hd ~J. H
m @?//‘e} ‘4\? H 8 = °
n s
) N http:// hol / vl / " 2
VaY wno _1 Wi~ ttp://www.holmarc.con ol &
A n|s '6)' © top_adjustable_ (] § § = ? '¢ Sl
/ plane_mirror_mounts.php . /
\
o) N -
£ P ‘r’\ - Q/
AT o @ B> ° °
meTap LT L | hd “Eﬁ/ ki o O o O 4§
112 Lo 32,5 32,5 \MGTapped Holes M6 Tap—| % o \MGTapped Holes
25 65 M4 Tapped Holes r
- = PP 100 M4 Tapped Holes

Angular Tip / Tilt +/- 3°

Translation Range6mm (Selected Models Onl
Linear Resolution 0.25mMM00 Tpi)

Sensitivity 4 arc sec.

Mounting Hole M6

Mounting OrientatiVertical & Horizontal

Material Aluminium

38mm or 1.p

Make your Choice !!!

HBB series breadboards are
available in various shapes, sizes
and with custom patterns of tapped
holes and marking. Refer Page 004

_ Model No: Model No: Platform Sizle Mounting Ho

TAPMCS-65
TAPMS-75
TAPM-CS-100

MEEE =
www.holmarc.com 91PiB:4-25

E-masales@holmatc.com mail o

91F48%4-25

TAPM-MU-50 65 x 65

TAPMIU-75 75 x 75 M 6

TAPM-MU-100 100 x 100 M6
- HOLMARC

Optomechanics

Worethon 1000 it of sptomecAonical prodices
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Top Adjustable Moants SERIES

Top adjustable mount helps tilting of optics without
causing any obstruction to the beam and takes less
space compared to rear adjustable mirror mounts.
Optics is held in a stepped bore and tightened by

nylon tipped set screw.

Angular Tip / Tilt +/- 3°
Translation Range6mm (Selected models only)
Linear Resolution 0.25mM00 Tpi)

Sensitivity : 4 arc sec.
Mounting Hole : M6
Mounting Orientatiertical & horizontal
Material : Aluminium
7 e
18 . _
8| teH{-& + o ® 8 TenTs 9"
?\' wn
& :
!ﬁ]_: f'] M6 Tap—1 L
<O <O
M6 Tap—| I 112 | |9 ]
112 | 9] 37,5 37,5 »s o
25 75
50 mm / 2.0 25 mm / 1.0
Mlo ‘w W < L Shaped Base Plates
] L shaped base plate can be used to hold mounts
M at a fixed height from optical table.It s base helps
L to fix it without tilting.
0 . I | gl 8 M : :
g eyl | g Height
™ @ LBP-KM-25 25 mm
! LBP-KM-50 50 mm
m_: «Op i Loz LBP-KM-75 75 mm
M6Tap_/‘:liHl2‘ 0 50
31 100

75 mm / 3.0

A - 1993 A-24+8
| woserno. | wmodeino: | Optics Sizel Mounting H
TABMS-25 TABM-MU-25 25 mm or 1 M6
TABMCS-50 TABM-MU-50 50mm or 2.0 M6
TABMCS-75 TABMU-75 750mm or 3.0 M6
@D :ouvare Www.holmarc.com

Optomechanics
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ADAPTERS AND ACCESSORIES

Circular Mirror Adapter 45° Mirror Holder Thin Optics Circular Optic Adapte
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45° Optic Adapters Objective Lens Adapters Lens Adapters Rotation Adapters

OPTOMECHANI
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Cube Beam Splitter/
post Adapters Fiber Holder Cube Beam Splitter Adaptely ) P
Prism Clamp
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fixed Angle Rigid Mirror Holder

This mount is used for holding optics of 25 mm

an angle of 30 degree or 45 degree. Mounting Angle 30 degree, 45 degree

Material : Aluminium

Post Mounting by M6 Threaded Holes
Mirror Mounting By Circular Step Provided on the Moun!

30-MM-25 25mm/1
45-MM-25 25mm/1
30-MM-50 50mm/2
45-MM-50 50mm/2

http://www.holmarc.com/

Circular Mirror Adapterg=ceessereehr

30 degree
45 degree
30 degree

45 degree
7

o

CA-MM
Smau“fg,zr

CA-MM series circular mirror adapters are suitable for mo
circular optics into MM series kinematic mirror mounts . Al
series circular adapters follow same mounting methods.
adapters can be easily fixed to bigger mounts .

M6

XTI BT O

CA-MM-10 10mm Suitable for
4 N MM series and

CA-MM-12.52.5mm or 014.5 12.5 TAMM Series

CA-MM-25 25mm or 1 27 25 mounts only

CA-MM-50 50mm or 2 52 50

A5Mirror Holder

45-MM series 45° mirror mount holders are suitable for mounting circular optics to MM series
mounts. All 45-MM series circular holders follow same mounting methods.Small circular adar

mounts. d

-mmm:---:

45-MM-10 10mm or 0.40
45-MM-12.52.5mm or 036 25 32 16 6
45-MM-25 25mm or 130 25 37 22 6 *©
45-MM-38 38mm / 1.542 38 46 25 8 ©

45-MM-50 50mm or 255 50 60 30 10

d1 M6 Tap
Compatible with BM Series, KMC Series, BMX Series, TAPM Seri®s Mounts
hin Optics Adapter
Optics in the range of 1mm to 3m a1 €
in these thin optic adapters. Thesge afe sujtajple
for mounting thin beam splitters mlirrorsiogr
filters on a threaded cell. 9 s N
ool dooric sibio)l cal ai
ADN-2E 25mm or 130 25.4
ADN-3¢ 38mm or 1.84 35 38.1
ADN-5C 50mm or 255 47 50.8 9
Compatible with BM Series, KMC Series, BMX Bggkigs,
TABM Series Mounts
@0 o vnrc www.holmarc.com
Optomechar“cs E-masales@holmafc.com maiI@Qo R G
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Rotation Adapters

%%?E'OF CONTENTS

Rotation adapters have angular readout. It is used to fix kin atic
mounts directly using nylon tipped set screw. g
<wn
3| g - e X
Compatible with —Xw
mmmm-m BM Series o
RA-2525 mm or 48 25 KMC Series P
55 BMX Series 0
8 RA-5050 mm or @ 50 TABM Series Mounts gaa
20_| 18 L)
_,_I
38 <<—(
O
'_
o
PFost Adapter o8 o
; o
%° Can be directly mounted to standard post . Type Mal (@}
% Stainless steel construction PA - M4M4 M4 - M4 0 —c-
%° 8mm diameter PA - M4M6 M4 - M6 z
%° 25mm long PA - M6M4 M6 - M4 <r z

%° Lever hOIe for tightening PA - M6|\’|6 MG - M6 http://www.holmarc._comﬁ-u
M4/M6 adapters_n_accessories.[mBp

OPTO

lens Adapters

n

Suitable for lens having edge thickness up to 10mam

b=/ I ao| [

T m_!ﬂ Compatible with &

ALDN-2525 mm or 130 BM Series v

ALDN-3838 mm or 142 35 38 KMC Series =

6] 16 BMX Series %)

ALDN-5050 mm or 55 47 50 TABM SeriesMoun&s

22 f

>

—

—

n

Fiber HOIder Fiber Chuck ww

o

Kinematic mount of 25mm optical diameter is o e
suitable for mounting this adapter. Bare fiber % + s

can be fixed with FH-25-FCH adapter by a fiber il i‘;—i,!

chuck and holder provided with the adapter. In
FH-25-FC and FH-25-SMA adapters, FC M6 Tap 22
connector and SMA connecters are provided.

?1,3
Compatible with BM Series, KMC Series,
BMX Series, TABM Series Mounts

@25

2 3 QANALYTIC |NSTRLMEI\]_T5 7POSITIONING DEI

FH-25-FCH For bare fiber ||

FH-25-FC FC Connectorized fiber 6 FC/SMA Connector

FH-25-SMA SMA Connectorized fiber 9
www.holmarc.com @D ouuare
E-mas&les@holmafc.com maH@Qo OptomEChanICS

Worethon 1000 vasstis o sptsmochonical pro
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Cube Beam Splitter Adapter

Cube prism is mounted using nylon tipped set screw.

mmmmnn-

Set Screw for Optics locking

1

d1

CcA
.
I
T
T
o
D
d

CBSA-1.@0mm or 030 25
CBSA-12.5.5mm o* 80525
CBSA-1.85mm or 030 25

=4
N CBSA-2@0mm or 030 25

di

CBSA-225mm or 0310 25

Grcular Mirror Adapter

CBSA-388mm or 169 38
CBSA-5050mm or 275 50

Circular Mirror Adapter has three point contact. Optics

are held in position using nylon tipped set screw.

Model No: Optic Size

CMA-10 10mm or 0.425 25
CMA-12.512.5mm or 0.35 25
CMA-25 25mm or 1 32 25
CMA-38 38mm / 1.5 50 38
CMA-50 50mm or 2 60 50

Compatible with BM Series KMC Series
BMX Series, TABM Series Mounts

d1
D
d

12 Tipped Set Screw

45 Degree Optic Adapters
Suitable for fixing mirrors or beam splitters at 4mm-----

Mount. Nylon tipped set screw is used for fixing

adapter.

—

45-BM-10 10mm or 0.430
45-BM-12.512.5mm or 0.80
45-BM-25 25mm or 1 30
45-BM-33 38mm / 1.5 42
45-BM-50 50mm or 2 55

>

CA

%

Compatible with BM Series,

o . </

4
\

1

o

Objective Lens Adapter

Objective lens like Microscope objective with RMS and C mount
threads or camera lenses can be fixed to kinematic mounts using an

objective lens adapter

Compatible w

|_Model Np: _Type | BM Series

CA-25-RMRMS Thread KMC Series
CA-25-CM C Mount BMX Series

TABM SeriesMounts

PAGE

- HOLMARC
Optomechanics

Worsthan 1000 srisis o sptomsehanical proics
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S

ith

12
17
22
Bl5

10 10 18
1012.512.5 20.5
15 15 23
20 20 28
25 28 36
38 42 50
50 54 62

47

25
25
38
50

http://www.holmarc.com/
adapters_n_accessories.php

32
37
46
60

16 8 6
22 15 6
25 20 8
30 30 10

KMC Series,

s| =
g = EN IS
o
9
= MODEL :
15
< -8— g
ol 2 5 8
s & g =
=
9
=
15
MEE
www.holmarc.com
E-mas&les@holmatc.com mail o

BMX Series,

CA-25-RMS

MODEL : CA-25-CM

91A84-25
91F484-25

TABM Se|
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Cube / Beam Splitter / Prism Clamp

%%?E'OF CONTENTS

%°Soft nylon pad is provided for avoiding ‘ockingknob Locking knob - a
T 38
scratches on optics " — gI ) ‘ < ¢
%°Suitable for prism or z Lo :I | o IEI-:JD:
P 22 30 — s
cube x
28 * P ” o
w <
-1 0
—/_D_E L 2w
\ TRuhber Ll )}
CBSPC-25 Up-15 mm Compatible with ¥~ 38 g 3;‘
p| MM series =
CBSPC-38 Upto-25 /1 TAPM series J ‘ E
CBSPC-50p to 50mm / 2 t o
p mounts e J> i tap » .
(@)
) %
45 degree Mirror Mount Holder —
z
<
: T
%° Used to fix kinematic| mo Model N° o
rigid mounts at 45 de/grees 45-MMH-15 15 mm G g
%° M6/M4 Screw mounting optioh5-MMH-32 30 mm s
%° Available in 3 differeint heighbsMMH-59 50 mm Q\g\ g
%° Aluminium alloy = N R
%° Black anodized finish f-’}
M6 \-MBCBR n
O
: @25
Slotted post mounting base plate iy
o
Slotted adapter is suitable for holding the ofiGy W dRER o, x
on a post system with its surface centered. 0
/-6.5mm Slot 6.5mm Slot ;.
dNO: elgt = r'/ 2 / I;\
K- ne VL TE P @) 5 I D @ ©
SB-KM-50 Large ) - —
7,5 _15 7,5 7,5 50 7,5 3
©
>
M6 CBr— M6 CBr— —
T T T [a)
~ Ldod o Lefnd
. h . i 0
50 85 z
°
=
%
SED) & o
R R &~
” N un
Base Plate L Shaped | |= =
1]
s
L shaped base plate can be used to hold mounts at a fixed height -2 -
from optical table.It s base helps to fix it without tilting. a— M6 CBR E
— P %
Il l z
Model No: i il
LBP-KM-25 25 mm pemm e il s .
I I I I
LBP-KM-50 50 mm T T P %
- <
LBP-KM-75 75 mm 50 50 é
™
PAGE N
www.holmarc.com @D o vire

E-masales@holmatc.com mail 0 91F4%4-25
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Kinematic

Mount for Large Rectangular Optics

In this series, rectangular optics of large size can be mounted. Nylon
tipped soft set-screws are used to tighten the optics.

Angular Tip / Tilt
Linear Resolution
Sensitivity
Mounting Hole

+/- 2°

0.25 m(th0OO0 Tpi)

4 arc sec.

M6 Tapped / M4 CBR

Mounting OrientationVertical & Horizontal

Drive
Material
Finish

o]

M6 tapped hole&
M4 Counter bore
for Mounting

N

o

102

I~
=
18 154

33 a1

Kinematic

PAGE

100 Micrometer / 100 TPI leascrew
Aluminium
Black anodized

oo
Q M4 Nylon Tipped Set Screw
—F=3]
S Model No:| _ Model No:
- 100 TPI Lead scr@w TPl Micrometer
N2 KMR-75 CS KMR-75 Mu% 75mm x 75mm
.o,ﬁ‘ 'ﬁ‘ ﬁ.o, KMR-100 CS KMR-100 Mu5100mm x 100mm
1] 2] KMR-125 C$ KMR-125 Mu5125mm x 125mm

Mount for Large Circular Optics

This mirror mount is suitable for fixing optics of large dia
of 75mm,100mm and 125 mm diameters can be mounted

devices.

Angular Tip / Tilt +/- 2°
Linear Resolution 0.25 m(tO0O0 Tpi)

Sensitivity : 4 arc sec.

Mounting Hole : M6 Tapped / M4 CBR
Mounting OrientationVertical & Horizontal
Drive : 100 Micrometer / 100 TPI
Material : Aluminium

Finish : Black anodized

Model No: Model No: Optics Si

100 TPI Lead sckté® TPl MicronBesteer Size & Depth

KMC-75 CS KMC-75 Mu% Dia-3 x 12 mm
KMC-100 CS KMC-100 Mu5 Dia-4 x 18 mm
KMC-125 CS KMC-125 Mu5 Dia-5 x 22 mm

[ viSiT}
<« HOLMARC www.holmarc.com
OptomeChan|CS E-maskles@holmatc.com mail 0 91F48%4-25
ot 300 st g el
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Kinematic Self centering jaw mount for CircularzOptic

These mounts are used to mount optics of varying diameters (5mm to 104mm).Optics is 2

held by self centering adjustable jaw. <
w

o

- . . o —

E

Angular Tip /: Titt/- 3° <

Travel X : 50mm n_:':

Travel Y&Z : 25mm '<-(<n

Linear Resoluti®n25 mm (100 Tpi) :(,:.

Sensitivity 4 arc sec. Qé
Mounting Hole M6 tapped holes for post mounting. E
Base plate having M6 clear slots are also provided S

Drive : 100 Tpi lead screw for tilting and micrometer for XYZ stage o
Optics dianMitreim@m)5mm (=]
OpticdiameteMgximuiQ4 mm z
OpticghicknesMaximuh2)mm <
T

Material - Aluminium )
Finish - Black anodized UEJ
o

'_

o

o

Model No: Model No:

100 TPI Lead scxt8w TPl Micrometer Optics size 5 to 104mm

KMC-SC-75 CS KMCSC-75 Mu575mm x 75mm Optigdbickness : 22mm
KMCSC-100 CS KMGCSC-100 MuB0Omm x 100m Optics held by self-centering adjustable jaw, gcrew adju:

used for fixing optics firmly 8)
KMCSC-125 CS KMCSC- 125 Mub25mm x 125m —
o
o
x
Kinematic Concave Mirror or Optical Flat Holdeprs
>
(Five Axis Adjustment) ';\
Model : HO-5A-0OFH —
—
These holders are suitable for optical flat or concave mirror. Optics is 3
held by self centering jaw. Screw adjusters are used for fixing optics o
firmly. Specifications —
Angular Tip / Tilt : +/- 3° o
Travel X : 50mm g
Travel Y&Z © 25mm z
Linear Resolution: 0.25 nm(th00 Tpi) E
Sensitivity . 4 arc sec. &
Mounting Hole . Base plate Wadimlgar slots ©
Drive 100 Tpi lead screw for tiltﬁg and
micrometer for XYZ stage E_'
Optics dianMaiteim@m)2mm w
=
Optics dianMearirmum)104mm =)
a . PR 24
Material : Aluminium =
Finish : Black anodized 2
Model N¢: Minimum & Maximum O 0
Maximum Optic Dirdatding thic E
5A -OFH 2mm-104mm 22mm p:
=z
™
h I PAGE N
www.nolmarc.com 91Ri84-25 - HOLMARC
E-mas&les@holmatc.com mail 0 Optomechanics
Homon 100 e f gmoicelyrei
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Gimbal Mirror Mounts C
Gimbal mirror mounts prowirkses p3sslitioning in two axes Y !
about the mirror surface in addition to fine adjustment of 6°. Two typec) L
of fine adjustments are possible, one is micrometer drive with 10 . :
micron least count and the other is with lead scygw, Q% Qo> mm, linear
resolution per rotation. Switching between coars&Fhd fiRB WM Plement v

% is by using a knob or a set-screw provided on the gimbal mount. ..

: :

;’ Optics upto 12.5mm thickness can be held in 50mm gimbal mirror :

- mount and up to 10mm can be held in 25mm gimbal mount. In both

;' models, optics are fixed with the help of threaded ring.

E

m

G

) Coarse Travel ,x /360 Degrees

ﬁ Fine Travel x /:y+/- 6 degree

>

Linear resolution 0.25mm / Rotation

Linear resolution 0.01lmm (Least Count for micrometer)
Sensitivity 4 arc sec.

Mounting hole : M6 Slots

Rotation axis laid MOiNror plane

Construcmiaterial Aluminium alloy

Finish © Black Anodized

Model No: Maximum Optic Thicknessrive | Post Houniing siso

GMM - Mu - 25 25mm /1 10mm Micrometer - GMM - 25
GMM - Mu - 50 50mm / 1 12.5mm Micrometer AD - GMM - 50
GMM - Mu - 75 75mm [/ 3 12.5mm Micrometer AD - GMM - 75
GMM - Mu - 100 100mm / 4 12.5mm Micrometer AD - GMM - 100

L1do d1-siA-AnL T T S|>|NVH33WOJ‘§8}:1\1090

22 360° Rotatab
Mirror Plane P—Mirror Plane
2 N\
3 s 2 \
2] gl H 2
° o 2
e J ° g
g ~|
8 = Ei
o wmle [ e ] 9
IR IR [REEEE IR 1 I
Lid L -
M6 ClR Slotanos | | 3 -t hh
M6 Chhored slot,2 nos 52
65 76
104

GMM- MU-25 GMM- MU-50

PAGE

MEE
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86

2=
360° Rotatable
15,

P—Mirror Plane

3" Optics

GMM- MU-75

Gi

Gimbal
positioning

mbal

mirror

1

I

1

I

I

1

I

1

I

1

I

I

1

I

1
A=
50
65

I GMM- MU-100

59

$97,5

e
@
g

105

135
4" Optics

90

OLMAR CRESEARCH TOOLS
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r®

360° Rotatable Q
e

MMirror Plane

@ i

®

M6 C'bored hole, 4 nos

Y

|

138

I

|

|

165

85

170

Mirror Mounts With Rotation

mount
in two axes about the mirror
adjustment of 6 degrees for theta x amdanhiatta y and 360
rotation with 1° resolution for theta z. Two types of fine adjustments are
provided. One is micrometer drive with 10 micron least count and the
other is with lead screw of 0.25mm linear resolution per rotation.

Specifications
Coarse Travel

Fine Travel

x /

Travel Range

Linear Resolution :

Resolution
Sensitiyity

z

z

X /

Mounting Hole
Construcmiaterial

Finish

with

x [: y360°
y: +/- 6°
360°

rotation provides

surface

Switching between coarse and
fine movement is by using a
knob or a set-screw provided
on the Gimbal mount. Optics
up to 12.5mm thickness can be
held in 50mm Gimbal mirror
mount and up to 10mm can je
held in 25mm gimbal mountuln
both models, optics afe fixed
with the help of threadled,ring.

.
.
,Z

35

—32 oy

d
'
'
'
'
'

360 degree coarse
in addition to fine

y:

0.01mm (Least Count for microme
10

4 arc sec.

M6 Slots

Aluminium alloy

Black anodized

Model No|: Optics Jisaximum QPpti®©rive| Post Mount
Thicknes|s adapter M

GMM
GMM

- Mu -
- Mu -

MEEE
www.holmarc.com

E-masales@holmatc.com mail o

2%-"m / 1
580fmm / 2 12.5mm

MicrometeAD - GMM - 25
MicrometeAD - GMM - 50

10mm

8r)

360° Rotatable

p-Mirror Plane

91A84-25
91F484-25

138

Optomechanics
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GMM-Mu-25

34,5

10,5

360° Rotatable

P-Mirror Plane

M6 C'bored slot,2 nos

360° Rotatable

360° Rotatable

M6 tap,4 nos

107
52

104

75
I//\
| |

25
50
65

AN
)
25
50
65

Botteom View of GMM-Mu-25

Gimbal Mirror Mounts for Large Optics

Specifications

Coarse Travel x B69°

Fine Travel x /i y/- 6°

Linear Resolution0.01mm (Least Count for micrometer)
Sensitivyity x [- ¢ arc sec.

Mounting Hole M6 slots
Construcmiaterial Aluminium alloy
Finish Black anodized

60° Rotatable

»— Mirror Plane

L1do d1-siA-AnL T T S|>|NVH33WOJ‘§8}:1\1090

[
~ 2
5 /- ,
n E) a ] é’
- .
o1 Fig. Gimbal Mirror MW. o
}' for 150mm/6.0 Optics
O
8 Large Gimbal Mounts are suitable for fixing large opfics,|with| maximum ; ;
3 diameter of 200 mm. Fine adjustment is done by etlef with I {
o least count of 10 microns. Switching between nd [fine G J
z . . = =)
= movement is by usmg a knop or a set-screw prowdgd on the Gimbal #50 M6 €' bored slot, 4 nos
o mount. 200mm / 8 Gimbal mirror mount, can hold mirrors uptp—35mm 5 &
o thick . e |
m eJe]
< 3
e} ele]
P @ptic sizelgamor ThickBews R (i) (md)H (mn
GMM-125 125/ 5" 25 125 150 230 225
E GMM-150 150/ 6" 25 150 175 255 263
'E GMM-200 200 / 8 35 200 223 336 348
<
z
o
z
MEE
‘i.’ @D o.varc www.holmarc.com
- Optomechar“cs E-masales@holmatc.com mail @4 o MRS
c S 00 e ooyt
= 043
m
z
_|



otorized Gimbal

Gimbal mounts with stepper

positioning of the mirror in pitch and yaw directions. Suitable controller

motor
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Mirror Mounts
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o
la)
<
W o
—x
m —
@
nx
w <
-0
m
<
L)
_I—‘
<<
O
'_
o
OH
o
©
z
Controller sold seperatly
T
@)
L
Coarse Travel x /360° =
Fine Travel x /:y+/- 6° S
Sensitiyity x /:yd arc sec. 8
Mounting Hole M6 slots
Construcmiaterial Aluminium alloy
Finish Black anodized
n
drives are suitable for remote )

microscope, focus, and take a measurement.

The Raman effect occurs when light impinges upon a molecule and interacts
with the electron cloud and the bonds of that molecule. For the spontaneous
Raman effect, which is a form of light scattering, a photon excites the molecule from
the ground state to a virtual energy state. When the molecule relaxes it emits a
photon and returns to a different rotational or vibrational state. The difference in
energy between the original state and this new state leads to a shift in the emitted
photon's frequency away from the excitation wavelength. Confocal Raman
microscopy refers to the ability to spatially filter the analysis volume of the sample,
in the XY (lateral) and Z (depth) axes.

'_

o

with hand held user interface is also available from WM& maGdM M naxb 25/ 1" o
which is directly attached to motor shaft is provideghdor gnvew uako 50 / 2" ox
positioning of the mirror when ever required. These,mounfsyare ;g 75 | 3" »
available for mirrors upto the size of 200 mm diameter as standa >
P , fo?S StV eaido 100 / 4" -

product. Holmarc can make these gimbal mounts for larger mirrors as ., ;
well (up to 500 mm diameter). Please contact our appli%QidnGe'%'&iﬁeleSrg 150 / 6 N~
for assistance. MO - GMM - 200 200 / 8 —
i

n

1]

HOLMARC A IMAGE E

CONFOCAL LASERBRPEAMRMOMETER —r

la)

o

z

Confocal light collection Z

High lateral spatial resolution o

Excellent depth resolution =

Large collection angle for the Raman light 8

Raman microscopy integrates a spectrometer to a standard optical http://www.holmarc.com/ &
microscope, allowing magnified visualization of sample and analysis with a °°//ocal-aser_raman- €
microscopic laser spot. In confocal Raman microscope, measurements are —
comparatively easier. What is required is to place the sample under the E‘i
=

T

o

-

n

z

©

-

>_

-

<

=z

™

N

- HOLMARC
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Kinematic Platform Mount

KPM series Kinematic platforms are available for optics up to 90 mm
size. M6 and M4 tapped holes are provided on a 12.5mm grid for
mounting various optical or opto-mechanical components over the
platform. M6 tapped holes are provided at the back plate of kinematic
platform for post mounting applications (2 vertical positions and 1
horizontal position are possible).Suitable prism clamps are provided
along with kinematic platform.

Kinematic
platform moun

Plain Surf

Model Nof Model No: Model No:

KPM-38 KPMS-38 KPMD-38

KPM-50 KPMS-50 KPMD-50

KPM-75 KPMS-75 KPMD-75

KPM-90 KPMS-90 KPMD-90

Kinematic Platform Mount with Translation

KPM-T-3€ KPMS-T-38 KPMD-T-38

KPM-T-5C KPMS-T-50 KPMD-T-50

KPM-T-76  KPMS-T-75  KPMD-T-75 i w iy A  Ca O M
KPM-T-9C KPMS-T-90 KPMD-T-90 SINGLE POST CLAMP DUAL POST CLAMP

Note : Post, post holder and bases are sold separately

Angular tip / tilt +/- 3°

Translation ranige6mm (selected models only)
Linear resolution 0.25mm

Sensitivity 4 arc sec.

Mounting hole M6 / M4

Mounting orientatiertical & horizontal
Material
Finish

Aluminium
Black anodized

SINGLE POST CLAMP

DUAL POST CLAMP

sy3148vO ® STIvy
1do d1-siA-AnL TT sFlNVHQBWOLQQHVOQG\HS‘IE ‘s378avL WOIldO'[OQ;JINEuNoo 40 378Vl

M4 Tap holes M4 Tap holes M4 Tap holes ~M6 Tap holes /M4 Tap holes /M6 Tap holes
o [ e N r'[ A S @ {g o)
R A & O o & < D © Qi/fi} & LOOOOO
o |3 e ¢ ¢ A oeoe | |gpEbeceee

E==% ] " ::.: S = et

3 ﬁm\ - @"é’ g e & ¢ o 30 © © O O o = ;:3}{5@6}6}

S 1%L le & e o o R R OO OO

- naliiiAd L 2P o) %6 & 6.0, F 0000

) 12,5 | 12,5 < W siinhisdls Oad © © Oz0,
(4 ¢

z 12,5 [ 12,5 [7,5 N Hiulu Y,

—_ 38 12,5]112,5

z 50 12,5(12,5

o I M6 Tap holes = 90

W) /-MG Tap holes /-MS Tap holes /-M6 Tap holes

—_= | / | | / |

o o b 2 L= L= T of B = 7 =
o = 5 b = s
b = B5—oHo | 5 —ofo |
™ 20 20
i m [MI [ﬁ] [ﬁ] i (I
z
5 KPM-38 KPM-50 KPM-75 KPM-90
o
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Kinematic Prism Mount
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KTM series kinematic prism mounts enable horNAtaPo&t veagidwlider T
. . . . and bases are sold.separately o
mounting. Left/Right orientations can be easily arranhged usihg W
detachable platform. Suitable prism clamps are provided along with §
kinematic prism mounts. Tilt adjustment screws have 0.25mm / rev. l;
pitch threads. Construction material is aluminium with black anodized o

finish. M6/M4 mounting options are provided for fixing it with standard
12mm or 16mm posts.

Model Nol __Optic Sizel _Mounting H Slelolilotelaloli ”

KTM-25 Upto 1 /25 M6 / M4 Angular Tip / Tilt: +/- 3° O
KTM-50 Upto 2 /50 M6 / M4 Translatlon Rar]ge: 6mm (selected models onfy)
Kinematic mirror mount with rectangular optics WifgafahesQdthon: 0.25mm
KTM-T-25 Ubto 1 /25 M6 /| M4 Sensitivity . 4 arc sec.
-T- 0
P Mounting Hole . M6/ M4
KTM-T-50 Upto 2 /50 M6 / M4

Mounting OrientationVertical & horizontal

T TRE T Bt
AN

@)

62,5

35

M6 Taps &
35 M4 CBRs

A
62,5
gH i [ m———

| =)

— - P |
=1 § I— ( — Iy O
= R\ —
_§ < 4 g 2
o - Q o @ & =3
o | i) ——
> —

25

[ G171 © %}ﬁ, ]

47,5 50

> w

=7

)

L -

!

I =

45

(&

Cp
=
=
=
o
=
©

B
o

2 3 QANALYTIC |NSTRLMEI\]_T5 7POSITIONING DE|VICES]_ 1 7UV-VIS-IR O
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Dual Axis Tilt Platform Mount

TRS series dual axis tilt platform mounts are available for optics up to 5@

mm. M6 and M4 tapped holes are provided on a 12.5mm grid for
mounting various optical or opto-mechanical components over the
platform. There are 3 sets of M6 tapped holes at the back plate of
platform for post mounting applications. Suitable prism clamps are
provided along with kinematic platform.

Specifications

Angular Tip / Tilt © +/- 3°

Translation Range: 6mm (selected models only)
Linear Resolution : 0.25mm

Sensitivity : 4 arc sec.

Mounting Hole . M6 / M4

Mounting OrientationVertical & horizontal
Material : Aluminium

oMode. 00ptic 5| aeounting

TRS-25 TRSS-25TRSD-25Upto =8 M6
TRS-50 TRSS-50TRSD-50Upto £0 M 6

N
A DUAL AXIS TILT

PLATFORM MOUNT WITH
SINGLE POST CLAMP

50 75

DUAL AXIS TILT
PLATFORM MOUNT WITH
DUAL POST CLAMP

40 65
12,5 12,5 25 25
& & Note : Post, post holder and bases are sold separately
© & © © ©
9 ® ®
. Cg%a® R
3 ¢ & & o E o & & © :@
&5 o . @ @
4 ¢\ IS
\-M4Tapholem \ @
M6 Tap hole,9 nos
M4 Tap hole,4 nos
\-MG Tap hole M6 Tap hole,5 nos
SINGLE POST CLAMP DUAL POST CLAMP
PAGE s
@D :ouvare www.holmarc.com
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Tilt and Rotation Stage
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m
fa)
<wn
W
Ly
m —
x
nx
w <
-1 0
PR
L)
_,_I
2=
o
'_
o
OH
o
Fig. PLANE SURFACE FigSINGLE POST CLAMP FigDUAL POST CLAMP (o}
TILT AND ROTATION STAGE TILT AND ROTATION STAGE TILT AND ROTATION STAGE __
z
PMNP-R series prism/cube mounts Specifications ;
degrees of freedom, two tilt and one rdtmduwar Mig / Tilt +/- 3° 8
C bored holes are provided at tf Translation Range 6mm (selected models ongl)
mounting to breadboard with suitable basgeRll@ResSsolution 0.25mm e
Prism or cube can be placed on tt Sens-itiility - 4 arc sec. g
plane surface of this mount. Mounting Hole : M6 / M4
Mounting Orientatiotertical & horizontal
Drive . Lead screw
Material : Aluminium 8
o
~ Model No: Optic Siz8hickness (T) 5
PMRP-CS- PMRS-CS-25 PMRD-CS-25 Up to 1" 21mm @
PMRP-CS-38 PMRS-CS-38 PMRD-CS-38 Up to 1.5" 24mm 9
PMRP-CS-50 PMRS-CS-50 PMRD-CS-50 Up to 2" 24mm >
>
. . —
Optics is held by rubber padde\_d| clamp
n
M6 C' bored ) M6 C' bored w
hole,4 nos M6 C' bored hole,4 n%rse ©
. hole,4 nos \ - -
o
(7 (2 ! $@ a
N O]
® z
38 ol o el © z
3 o ~| © (o]
" Bfle o =
== =
n
-~ & & . @ 9 S
i N N2 \Q, {6 &
50 [ . @
65 o
65 75 w
=
95 )
o
'_
n
g =
Q s 2 o
Ol ol
; 5
—
<
PMRD-25 PMRD-38 PMRD-50 z
™
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Beam Steering Device

BSD series Beam Steering Device makes

use of vibration damped steel

supporting mirror assemblies.
mirrors can be independently rotated and
positioned along the axis which passes

through the mirror centers.

There are two models

by 80 TPl lead screw.

Kinematic Mirror / Prism Holder
with Translation

N
%°10mm vertical translation
%° Micrometer drive
%0+ /- 2% Bilting

%°Lead screw for tilting
%360 rotation with lock
%°Up and down orientations

N

r

Kinematic Mirror / Prism Mount

%o +/- 2% 8ilting

%°Lead screw for tilting
%2360 rotation with lock
%°Up and down orientatijons

% Compatible with heavy duty post
BSDT Series

Kinematic Mirror / Prism Holder with Translation

Model No. Optics Size
BSDT-25 PR 25mm / 1
BSDT-25 MH 25mm / 1
BSDT-38 PR 38mm / 1.5
BSDT-38 MH 38mm / 1.5
BSDT-50 PR 50mm / 2
BSDT-50 MH 50mm / 2

Kinematic Mirror / Prism Holder without Translation

Model No. Optics Size
BSD-25 PR 25mm /1
BSD-25 MH 25mm / 1
BSD-38 PR 38mm / 1.5
BSD-38 MH 38mm/ 1.5
BSD-50 PR 50mm / 2
BSD-50 MH 50mm / 2

BSD Series and
BSDT Series. In BSDT series, fine height
adjustment facility is provided for
mirror assemblies. Height adjustment is
possible by a precision linear stage driven

90
75

90

Kinematic
steering mount

t Rotator for

changing di cti))nn

of outgoing b

Fine translatio

%°Compatible with heavy duty post
J

<« Base plate

Optics Type

Optics Type

Heavy duty
Post 38mm

«<—— Mirror/ Prism h

Kinematic
steering mount

LOCKING
KNOB

Rotator for
accessing
incoming be

s

TILTING
KNOB
m
unlit i
i MH/PR SERIES
! OPTIC HOLDER
!
|
!
!
oldgr @
| o
| g
1
|
i
!
=
—

| | @6,5 mm Slot 2 nos

PR series prism holder

MH series mirror holder

Magnetic Base
Refer Page: 044

Base Plate
Refer Page: 044

Magnetic Bases are available and are sold separately.
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Beam Steering Device -

Modular De

sign

Standardized units allows flexibility and variety in use

Pillar Post

No:000

PLP-50
PLP-100
PLP.200 For More Details
PLP-300

Refer Page
PLP-500

Kinematic Mirror / Prism holder

PLP - PR - 25
PLP - MH - 75

o
(]

Kinematic
Mirror holder

Kinematic Mirror
holder with Tilt T

Kinematic
Mirror holder

Pedestal
fork\

[ Y

Minimum 75

E=

Minimum 25

Kinematic Mirror / Prism holder with translati¢n
10mm vertical translation

Micrometer drive
+/- 2°8%ilting

Lead screw for tilting

360 rotation with lock

Up and down orientatiena

Quick coupling clamp PLP - PR - 25T
Compatible with pillar PLP - MH - 75T

Rigid Mirror / Prism Mount

+/- 2°Hilting

Lead screw for tilting
360° rotation with lock
Up and down orientations
Quick coupling clamp

Compatible with pillar

www.holmarc.com
E-masales@holmatc.com mail

PLP - RPM - 25
PLP - RMH - 25

91A84-25
&0 91F484-25

Base Plate/Magnetic Base/Pedestral Fork&Adapter
Pedestral Adapter

Magnetic Base
Refer Page: 000

Minimum 25

Mirror holder

Base Plate Refer Page: 000

Refer Page: 000

Pedestral Fork
Refer Page: 000

- HOLMARC
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Lens Mounts - Lens Tube Assembly System

25mm or 1 Lens Tube Assembly Systemu..

Sp acer R N gSSacer rings are used to maintain gap between two optics. These spacers can be s

between optics from 1 mm

@25
@22

?25

IN]
o
S

925
—
D

s 1L SR-3-25 -—lil-
Threaded Rings

@25
922 ‘
1

SR-5-25

@25

TO-56

Adapter

Laser Adapter

Lens Cell

Short

HOLMARC

Fiber
adapter

Spacer
Tube

Variable aperture

Filter cell

Cube

Beam Block

Lens Tube
Full threa

d type

ObjectivebjectiFeocusing

AdapterAdapteLens Cell

Lens CeRMS typenount tgmert foc"sin
ens

Long

Cell
Long

Vodel Nb-item | Min Order ¢

SR-2-25

Threaded rings of thickness ranging from 2 mm to 20mm can be selected for conven

SR -1 - 25 50 nos
SR - 2 - 25 Spacer 25 nos
SR - 3 - 25 Ring for 15 nos
SR - 5 - 25 25mm /1 10 nos
SR - 10 - 25 Optics 5 nos
SR - 20 - 25 5 nos

VT — RZzzzzzzzzzza

‘ é § -_-_-_E-

A~ zzzzzzzzzzzz2]

SR-10-

25

slots are provided for easy fastening of optics.

[ Vodel Nb-—item | Min_Order {

HM1 Thread

HM1 Thread
HM1 Thread
?22 ‘

PAGE
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TR 2 - 25

HM1 Thread

o~
o~
S}:

10

20

SR-20-25

TR - 2 - 25 25 nos
Threaded

TR - 3 - 25 25 nos
Ring for

TR - 5 - 25 10 nos
25mm / 1

TR - 10 - 25 5 nos
Optics

TR - 20 - 25 lno.

HM1 Thread

[ viSiT}
www.holmarc.com
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T
B B o
g g )
28 F = s T
s s x
= = AT
1 ) @ =
) h Focusing Lens Cell -Shbrt
Thin Lens C L L1 <
L'3 Model Nof Length L1, 20
deel WMo FLCS - 25 - 1212, 25,39 2w
TLc -25-8 FLCS - 25 - 185, 25,42 o
_'_
<
o
=
o
— o
E 7 !
£l o = ©
8l +———"1T-1F
g ° g &
T z —c—
. . -
( usi -
ort Lens . Focusing Lens Cell Th<2fead
L L1
Model NgQ: Length L1, = Model No|: Length L1, 3
SLC - 25 - 1212, 17 FLCS-25-12-TL12, 40,54 w
SLC - 25 - 1515, 20 FLCS-25-15-TL15, 40,57 §
'_
o
o
7 S
o o
g g
g . g
R
Long Lens Cé|ll T Focusing Lens Cell - um
4

LLC - 25 - 20 20, 25

L3

LLC - 25 - 25 25, 30
LLC - 25 - 35 35, 40

FLCL - 25 - 2012, 20,34
FLCL - 25 - 2525, 20,47
FLCL - 25 - 3535, 20,57

@22

HM1 Thread

N
——=N
HMZ1 Thread

Focusing Lens Cell -

RMS - Objective A«

5

FLCL-25-20-TL12, 40,54

Model No:

RMS - OAD - 25

C mount
Objective Adapter

Model No:

C - OAD - 25

91HB4-25
91F484-25

J

HM1 Thread
?30

L

FLCL-25-25-TL25, 40,67
FLCL-25-35-TL35, 40,77

-VIS-IR omi:s

MENTES 7POSITIONING BEVICES] ] 7UV

ng

— 2
24
|_
n
Pz
External Locking Rigg
Model No: -
>-
ELR - 25 -
<
=z
™
PAGE N
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HM1 Thread
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Lens Tube 4,5
LCT-25-25 25-30 ob 16" x 32
© TPI UNEF
LCT-25-30 30-35 e
= o' LCT-25-35 35-40 g
R e —— - E LCT-25-50 50-55 I Fiber Adapter
Z  LCT-25-75 75-80
A v - - 6
@ LCT-25-100100-105 ' FAD - 25 FEC Fiber Adapter
12 LCT-25-125125-130 8 FAD - 25 - 3MMA Fiber Adapter
NN
B =
B c O
|8 T1od
s
T Internal Coupler % External Coupler
N N !
20 INC - 25 10 EXC - 25
Extension Tube
— — ELCT-25-5 5,10
8 3 ELCT-25-10 10,15
E§ T-—-—-—-—-TE ELCT-25-15 15,20
= z ELCT-25-25 25,30
i T
W ELCT-25-50 50,55
5 ELCT-25-100 100,105
LT ELCT-25-150 150,155
L2 ELCT-25-175 175,180
ELCT-25-200 200,205
ELCT-25-250 250,255
I Full Thread Lens Tube
©
o
B N = § FLCT - 25 - 10 10
= FLCT - 25 - 15 15
*y FLCT - 25 - 25 25
B FLCT - 25 - 35 35
FLCT - 25 - 50 50
mall Optic Cell mall Optic Adapter
End Type Internal
E )
g 2
i SOC-25-6 6mm £ 3 - SOA-25-6 6mm
S s Dl j L =
| SOC-25-9 9mm = SOA-25-9 9mm
S0C-25-12.12.7mm *y SOA-25-12.12.7mm
> SOC-25-18 18mm o] SOA-25-18 18mm
@0 o vnrc Www.holmarc.com
Optomechanics E-mas&les@holmatc.com maiI@Qo HEEETEE
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2 =
a £l 8 = m
s o= > o
b-——4 | = T < o
I
=5 k5 1 ED:
3 || |4 Variable Aperture 6 Laser Adapter —r
13 w"g
w <
SSID - 25 - 22 TO - 56 30
m
<
L)
_I—‘
Filter Cell Adapter r S«
P AT O
® ® Iy
Y S o
FLC - 25 - 8 FSITTIE 2 —
> = o
ES EE
1= 1 =
i [
7 z
<
12 T
o
L
=
o
'_
ube 5
One side of the cube is over sized for inserting plate beam
splitter mount or cube beam splitter. Other sides are
threaded type suitable for lens tubes
n
- . - 0
Aluminium alloy anodized finish -
Can be used in rod assembly system g
2
0

CuB-25-30
CUB-25-HM1

Cube with 30mm bore.
ig.
Cube with HM1 threadg

=
25 6mm rods can be vl
25 .
18,4 accommodated. It i§
?30 18,4 .
. . . — used in rod assemb}fy
ij uj ° © uj =31k sys.tem for building
® ® N optical setup. AIll otlter
3 ]l 3 .
o) S N Q == 4 features provided are for
it 1 | © o 9 pA ,/T’- launching this cube infto
L i e 2 i i rod assembly unit 5
M2.5 Tap ,8 nos L 20 | M5 Through Tap E
In all Faces 8 nos In all Faces n
?6 mm hole,8 nos o
. 11 v
@® ¢ 89 &) 5
1]
gl g ee A S 2
. I~—HM 1Thread _D:l
D o @ ® -
n
30 30 2
40 L Cube accessories,
Refer paaope F
Model : CUB-25-30 Model : CUB-25-HM1 «
<
=z
™
PAGE N
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Refer Page: 000

-
>
@
m Hlter Wheel
o 30
T 25mm or 1 diameter filters can be fixed on this filter wheel .Thjs N
8 filter wheel is suitable for rod assembly system with internak &
z threading for lens tubes. It can also be used in an optical 4
; system by using a post/post holder and M6 or M4 tapped holes |TiidT § O8
provide or fixing to post. Filters are fixed in the wheel throug "
_3_ ided f fixi Fil fixed i h heel th ]
& threaded ring by removing the side cover. ° s
o m o m
S “°Post mountable design I
3 “%°Suitable for lens tube assembly system
- %°Suitable for Rod assembly system - : : - : :
30 %°6 No.s of 1 diameter filters can bd use EECEIIN BETTTNET TITHEYE B ITTITTT
=z %°12 No.s of 1 diameter filters can be usi LM-FW1 25 mm/ 1 Upto 6 17
oo R ; L
w4 /“Numbers indicating densities of th LM-EW2 25 mm/ - Upto 12 28
Qo; imprinted on the wheel
oOr
> m
1 n
2.
—
g
g Seam Blocker
o 777 I T
8 Two types of beam blockers are available, one with extern& =
J; thread and the other with internal thread. They are suitable;% or = % o
= R oM
ao blocking beams from cube assembly or lens in tube. o = i S
(=}
b = S
o &z, -
I vouelNd Type |
= y P 6 3
fI7 BB - 25 - INWith internal threading
8
z BB - 25 - EXVlith external threading 2| ==
—e—
n
H
|_\
- Lens Tube Holder
c
< Model Nof Holding Met
<
* LTH-25 30 mm dia bore
= LTH-25T HM1 thread
o
el
_|
3]
(%]
H
&) Note : Post, post holder and bases are sold separately
B
o
@
° --IATR Need customization?
- 4]
=z
® HOLMARC's experienced support engineers §
o will be glad to help you. o
—2= , 3
< Call us at +91 484 2540075 or send us a mail to c
r% sales@holmarc.com 5
& All Products are manufactured and marketemdolry products and informations, please o
? HOLMAR'C Opto-Mechatronics Pvt. Ltd log on to www.holmarc.com =
[
= g
> =
- H
< (%]
z
o
z Py
‘ﬂ @D o.varc www.holmarc.com
- Optomechanms E-masales@holmatc.com mail @4 o MRS
=z 055
m
z
_|
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Rod Assembly System HOLMARC
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[an]
a
<n
W o
AT
m —
o
n X
w <
-0
[an]
o3
prat¥y
_,_I
<z
O
'_
o
H
o
@
—e
Pz
<
I
O
http://www.holmarc.com/ |.I§J
rod_assembly.php
o
|_
o
o
Assembly Rods
% 6mm diameter rods 8
%° Precision ground finish E
% M3 tapped holes at both ends e}
o
0
Model No: Length (mm) >
CGRD-CG-50 50 >
CGRD-CG-75 75 /'\"3tapr2N°5~ R
—
CGRD-CG-100 100 (e — — 22 i
CGRD-CG-150 150 el s a2/ P77 3
CGRD-CG-200 200 | o
CGRD-CG-250 250 a . L | >
o o
= [a)]
o
. =z
Optic Plates =
°
=
Through Threaded Optic Plate 1 / 25mm Stepped Bore Optic Plate - Thao#eaded Ty
o
M6tap@ @6 mm Through M6 tap@ @6 mm Through &
2 places hole,4 nos X 2 places hole,4 nos N Elg)
| | =i
et ?;?1\ g e 1]
= —
gl 8| 13 = gl 8 13 -
sl LL T o 2
== o L] I - =
£ M P M W
5 20 5 3‘0 9
[SL08 20 10| 40 .
Model : M-TOP-25 Model : M-ST-OP-25 :(‘
=z
™
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25mm Unthreaded Optic Platd80Omm Unthreaded Optic Plate

M6tap@ @6 mm Through

@6 mm Through

2 places hole,4 nos ) hole,4 nos
Indl | = R
M F [ ) &
sl 2 £ sl 8 + g
5
T | 14D = oy Jan Jan
o] SEY . £0 ES
5 30 End Plate
10 40 10 40
Model : M-OP-25 Model : M-OP-30
End Plate
Model M-PS-OP-30 Model M-CUB-OP-30 Model M-CUB-OP-25
@6 mm Through @6 mm Through @6 mm Through
hole,4 nos CBR,H0|e to hole,4 nos CBR,HOIE to hole,4 nosu
—l—— Mount with cube Mount with cube
& ] 89‘?.'.\ o =]
W Eg P % D
©
[
3 R g2 £ 2l ] ©
: © ’
£ an o A
) Q) ) Q
30 30
10 40 10 40 10 40
Plane surface type 30 mm Bore HM1 Thread
Kinematic Optic Plate Course Rotator
Translators are used for moving optics in k
Directions, All translators are having 25mm b
mounting optics, accessories and adapters ha
M-KM-25 Z25mm Through bore thread
M-TKM-25 @25mm 1 HM1
Model
@6 mm Cage rod mounting
/hole@SOmm center
6 mm hole ,4 nos
@ 30 mm center
—
B0 b :
ES
g mg
- —
| ) 2 2
Hil 20
12| |10] 40
23 25
@D o.varc www.holmarc.com
Optomechanms E-masales@holmatc.com mail
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XY Translator
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http://www.holmarc.com/

Model : M-TR-XY25 rod_assembly.php « a
<wn
W o
AT
10 mm Travel mE
micrometer,2 nos -
% Compatible with rod assembly &5‘(
%° 2mm travel X&Y Axis B g hole & nos 20
%° Micrometer drive - For 25 mm Optics f_(:
%° 25mm diameter optics holder :(':‘
%° Optics held by grub screws g gé
'_
o o
o
30
%
58 &0 —e"
Z Manslator 2
Model : M-TR-Z25 L“_k'_‘_% 5
£ w
E =
2 6 mm travel (@)
; micrometer ~
. . o
%° Compatible with rod dssembly o
% 6mm travel
%° Micrometer drive 2,
%° 25mm diameter optics ho
. n
%° Optics held by grub screwg\ °® g O
& ) an
e () (1L y
o
15 \-(256 mm hole ,2 nos @
30 26 -
@
Cube Accessories For cube for rod assembly - Refer>page : 086
a M3 Nylon tippet
Cube Prism HOle%lem cube prism can be placed inside the*ci{f¥g using &
this prism holder. Nylon tipped set scréews ar edft TiX
4 b L L -
the prism to the cube prism holder. T} ollde’r /gaT 43
rotated manually and locked with an ace racy of 2

: | | [ |
Model No: 530 o2

CUuB-CB-25-25 25mm cube
CUB-CR-25-15 15mm cube
Plate beam splitte

in cube unit - R glE:/

Flate Beam Splitter Holder

25mm Plate beam splitters can be placed 7 the cube
using Plate beam splitter holder. Holder ca rotated

manually with a positioning accuracy of 2° @nd cam bF &
locked by a set screw and allen key. &

Model No Cube size |

CUB-PB-25-25Dia-25mm x 2mm beamsplitier J
CUB-PB-25-15Dia-15mm x 2mm beamsplitfer,,

40
20

25

16

2 |
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Adapters

Fiber Connector Fiber Chuck
o
T
-
;’ Iris Diaphragm Microscope Objective Adapter
Z
—
>
vs]
[
m
®
o8]

Pin Hole Cell Lens Cell

Ite m Sl @i Lens Cells and Lens Tubes
Type of cage p
Lens Cell M - OP - LC250P - UT - 25 1 L, | Suitable Ccage
Filter Cell M - OP - FL250P - UT - 25 ’ Type of cage ¢

1do d1-siA-AnL TT S})lNVHOHWOJ‘ge}:IVOEGj;j

M.O Adapter M - OP - MO OP - UT - 25 LNST - CG - 12.516.5 OP - UT - 25

FC Fiber ConneMterOP - FCO10P - UT - 25 LNST - CG - 25 28 OP - UT - 25

Fiber Chuck M - OP - FC020P - UT - 25 LNST - CG - 30 34 OP - UT - 25

Pinhole CellM - OP - P HOIOP - UT - 25 LNST - CG - 38 41 OP - UT - 25

Iris Diaphragm® - OP - ID18OP - UT - 25 Lens Tubes Refer pahks0 OP - TT - 25
30

Base Mounting Platform «AT

Base mounting plate has M6 tapped holes at = A f
bottom for mounting on post or base. 9
o rh
Model No: Lo
M-OP-BMP-M6
M6 tap hole,2 nos
/'¢6.5ho|e
http://www.holmarc.com/ N ,f'( 5
rod_assembly.php A o v D E)
12,51 12,5
40
@D :ouvare www.holmarc.com 91 G425
Optomechamcs E-maskles@holmatc.com mail o R AT
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Rigid Lens Mounts

RLM series rigid lens mounts are post mountable. Optics are held by threaded ri inside a
threaded bore of the device. Rigid lens mounts are manufactured in aluminium allozmand given
black anodized finish. Rigid lens mounts can be customized as per customer s CTD'EI'ES size or

?B%%?E'OF CONTENTS

. o
requlrement' http://www.holmarc.com/ nx
lens_mounts.php w <
-0
[an]
o3
D1 =
%]
— -
<<
O
'_
o
8 3 ~
(@)
o &
—_—
""'!.! z
<
T I
M6 Tap hole - 8
T1 s
o]
'_
o
T1l(with o
Model No: Optics Size Thread
out ring)
RLM - 10 10mm or 3/8 HM10 9
RLM - 12.¢ 12.5mm or 0.5 24 HM125 11 10 9 14.5
n
RLM - 18 19mm or 0.75 31 HM18 16 10 9 15.5 (@)
RLM - 20 20mm 32 HM20 18 10 9 18
RLM - 25 25mm or 1 35 HM1 23 12 11 18.5
RLM - 30 30mm or 1.2 42 HM30 23.5 12.5 11.5 21.5
RLM - 32 32mm 44 HM1-32 25 12.5 11.5 24
RLM - 38 38mm or 1.5 50 HM1.5 27 12.5 11.5 25
RLM - 50 50mm or 2 65 HM 2 47 12 11 35.5
RLM - 75 75mm or 3 90 HM3 75 16 14 49.5
RLM - 100 100mm or 4 120 HM4 94 23 20 66

Rigid Camera Lens Mounts

These rigid mounts can be used to holed lens assemblies in an optical
set up using standard post system.

MOH - R RMS Mount
MOH - C C Mount
SP - CA - 25 Special mount for camera lens

Specifications

Mounting Method for assemBlplite@samp

Mounting Method for C-Mou@t Meusnt Thread
Material : Aluminium

Post Mounting by M6 Threaded Holes

Marketed by

For more products and informations, log on to www.holmarc.com or contact us at mail@holmarc.com H O LMAR C

OPTO-MECHATRONICS PVT.LTD
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Self Centering Lens Mounts

. Lens Size| D1 D2 (mm) T N
" Min - Max (nnfm) (mm o

SCLM - 50
SCLM - 75
SCLM - 100

Self-centering lens mounts are suitable for experimel
frequent replacement of lens is required. The lens is hel
spring loaded calipers. The calipers are released by |
projecting from the mount. The lens is held in positior
tension and can be locked in position by a knob.

D1

%°Self aligning jaws
%° M6 mounting hole -
%°Post mountable
%°Aluminium alloy
%°Black anodized finish
%°Upto 3 optics can be mounted

Adjustable handle

Self Aligned jaws

6 - 50 90 (max-50) (mink6) |
6 - 75 125 (max-75) (mink®)
6 - 100 125 (max-100) (mih66)

Self centering Mount with Adjustable knob

This self centering mount can be used to holed comparatively large
optic(upto 104 mm dia) using self centering jaws. These jaws are held
in position by adjustable lead screws for firm clamping.

Model No: Optics Size

SCLM-AK- 50 6 - 50
SCLM -AKS5 6 - 75
SCLM-AK - 100 6 - 100

%°Minimum optics dimater : 20mm
%°Maximum optics diameter : 104mm
%°Maximum thickness : 22mm

%°Locking

by two screw adjusters

%°Sensitivity:4 arc sec.
%°Mounting hole:M6 Tapped hole for post mounting

Cicular Adjustable Lens Mount

PAGE

061

Lens is held between nylon tipsg
angular grooves. These nylon t]
protection for optics. Lenses ofY
can be mounted with the help of

YThree point contact design
%°Up to 50 mm diameter optics can be held
,oCan be directly fixed to standard post wit

Model N0 mee)nter heigh s

ALM --C 25 5 - 25 24 L‘l

ALM --C E)O 25 - 50 37 M6 tap hole 112 |

@D .o varc www.holmarc.com
Optomechanlcs E-masales@holmatc.com mail @4 o MRS
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Barype Adjustable Lens Mount

) o Optics Up to 165mm caf be hdld
Bar. type lens mounts. are suitable for fixing Suitable for cylindrical Igns
cylindrical Iense§, optical plfsltes etc. Thgse al.n pe fixed directly to M60oth eadée”
post mountable with M6 mounting hole provided.at ox X
the bottom of the mount. M4/M6 locking screws . mE
are provided for fixing sliding bar at desired 6—5 65(:
position. Construction material is aluminium. 20
PR
kS Ll )}
oM i imp A H T o -
[ iosei nfwaximun oieh A (o} + (fm) ] 23
ALM - B - 50 50 85 90 15 O
ALM- B - 90 90 126 145 18 i N
ALM- B - 135 135 165 200 25 M tap hold OH
ALM- B -165 165 200 245 25 A T o
%
: ] ——

V Type Adjustable Lens Mount w =
,: <

I

Wodel f@ptics Sidetimn] Amnl Tinm ] 2

Dy o narecomAL M - 25 25 47 42 12 z
mouni-v-URERP L ALM - 50 50 88 75 18 -

ALM - 75 75 114 100 18 o

ALM - 100 100 154 140 18
M6 tap hole]
Easy to hold lenses, cylindrical lenses, optieal—+eds—ete
three point contact using linearly adjustable non rotating bar with n
M6 locking screws. Adjustable lens mounts are made of o

aluminium alloy. These are post mountable with M6 mounting

hole at the bottom.

%°Three point contact design
%°Can hold optics up to 100mm diameter
%°Suitable for holding cylindrical objects like
laser tube, lens tube etc.
%°Can be fixed directly to standard post with M6 set s

Cylindrical Lens Mounts

This CLM series lens mounts are suitable for rectangular or
square cylindrical lenses. These can be used to mount
lenses up to 50 mm .

%° Suitable for rectangular/square cylindrical lenses

%°Rubber pad is affixed to the hollding surface for
protecting optics

%°M6 mounting holes

%°Post mountable

CLM-15
CLM-25
CLM-30
CLM-50
12 50
www.holmarc.com @D ouuare

91A84-25
mail@Qo 91F484-25

E-masales@holmatc.com

Optomechanics

Worethon 1000 it of sptomecAonical prodices

crew

15mm
25mm
30mm
50mm

ioseinol R

PAGE
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Kinematic Cylindrical Lens Mount

These mounts have two tilt adjustments by 100 tpi lead screws. Optics is

held by a clamp which slides on a post.

Specifications

Angular Tip / Tilt +/- 3°

Translation Range 6mm (Selected Models Only)
Linear Resolution 0.25mm / Rotation
Sensitivity : 4 arc sec.

Mounting Hole : M6 / M4

Mounting Orientation Vertical & Horizontal

o o
o wn
[}
2
0 - 1=EEEﬂ
{
NrenEREmni=
375 | metap s
75 29

T T

o
wn
- Q
il Al B
25 | Mmétap sl
50 24

Model No:

KCLM-75

http://www.holmarc.com/

Focus Adjustable Lens Mounts

djustable_

ount.php

This focus adjustable lens mount is used to adjust theJ_oMl_thLt%s by
backward and forward motion of the lens mounted ip it. The focral

adjustment is done by rotating focusing head pH#
without rotating the lens inside. Lens is held in p
inside a threaded bore of the device.

Model No: Optic dia(min) Suitable mou

ovi
osi

S
%]

den&l on theo mﬂunt

===
| | |

|
T T 'J'II
I

FALM-25 25/1 RLM-25
FALM-50 50/2 RLM-50
- HOLMARC

Optomechanics

Mirethan 1000 st of sptomechanicalprodces

Hm2 Thread

@73

[ viSiT}
www.holmarc.com

http://www.holmarc.com/
kinematic_cylindrical_
lens_mount.php

Model No:

KCLM-50

Hm1l Thread

oo by threadedring
==

El4

T
|
pu——
=
| |
| |
TESRERENE
| I

Hm1l Thread

P49
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Z Lens Mounts/Objective Lens Mounts

YZ Lens Mounts

This YZ lens mount provides linear adjustments anYZ
precision spring loaded lead screws. 7

YZ travel rang

Optics held by threaded rings
optics can be mounfed

Up to 2

e 4mm

M6 mounting holes

Post mountabl

Aluminium alloy and stainless steel

construction
Black anodize

YZLM-2E
YZLM-50
XYMOH

e

d finish

25/1
50/2

RMS Thread

M6 Tap.

HM1
HM?2
RMS

This XYZ lens mount consists of fo'¢usZatjusehspnge: 4mm
mount in X axis and translation movemeldaygly h@mm

Z axes. In this case our FALM seried PPiscmbehnd iy threaded rings
fixed to YZ mounts (YZLM series).

D1+25

Up to 2
M6 mounti
Post moun

ng holes
table

25 65
50 90
18 50

optics can be mounted

Aluminium alloy and stainless

steel co

nstruction

Black anodized finish

XYZLM-25
XYZLM-50

25/1 25
50/2 50

Five AXis Lens Mount for 25mm to 75mm Optics

XYZ travel
Tilting range

This
precision

multi-axis
liner

lens
stages driven by micrometers

mount

consists of

three

25 65
50 90

20
20
12

20
20

%%?E'OF CONTENTS
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:

to

[o o of

provide fine positioning along X, Y and Z axis. It H
also has two axis kinematic adjustments for any E
optics mounted on it.

range:

25mm
+/- 2.5 degree
Optics held by adjustable jaws

Optics size 20 to 75mm can be mounted
Base mountable

Aluminium alloy construction
Black anodized finish

5XTKM-50

www.holmarc.com

E-masales@holmatc.com mail

20 to 75

91A84-25
&0 91F484-25

56

[=)
)

i

S )|

90

178

125

minimum Optics
Size-20mm
Max-75mm

253

N

122+12.5

="

45

23 | 100 |

250

- HOLMARC
Optomechanics
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Five Axis Lens Mount Large Optics

These mounts have three linear adjustments with translation stages and two
tilt adjustments with a kinematically held mounting surface.The optics is
secured by self centering jaws.

Angular Tip / Tilt:+/- 3°

Travel X: 50mm

Travel Y&Z: 25mm

Linear resolution:10 microns

Sensitivity:4 arc sec. 5ALM-100 20mm to 104mm
Mounting Hole:M6 Clear Slots base plate

Drive: 100 tpi lead screw for tilting and micrometer for XYZ stage
Minimum optics diamater : 20mm

Maximum optics diameter : 104mm

5ALM-75 20mm to 75mm

igid Objective Lens Mounts

Rigid objective lens mounts have standard RMS threads
threads. These mounts are aluminium alloy 6061 contr:
black anodized finish. M6 mounting hole is provided for pc
application.

icroscope objective Mounts

@32
RLM series lens mounts are
0.8"x36tpi

- suitable for lens tubes,
objective lens, condenser lens,
beam expanders etc&

31

MOH-R RMS thread Microscopic Objective | T
Y]

D
AN g

Microscopic objective

MOH-C C Mount ThreadOr C Mount objective Mg tap hole

inematic Lens Mounts/Objective Lens Mounts

KLM series threaded type mounts are suitable for

mounting Lenses, Microscope objectives, C

mount microscopic objectives and camera lenses,

lens tubes, condenser lens, beam expanders etc.

In KLM series kinematic mounts, optics are held in
the threaded bore by a threaded ring or suitable threaded optical
components. This mount is post mountable type with M6 mounting
hole at the bottom.

Angular Tip / Tilt : +/- 3°
. Translation Range : 6mm (Selected Models Only)
KLM - 25For 1 /25mm optics and 1 /25mm HM$ tubes Linear Resolution - 0.25mm / Rotation
KLM - 50For 2 /50mm optics and 2 /50mm HNM2 tubes Sensitivity ; 4 arc sec.
KMMOF For Microscopic ObjectiveRMS thread Mounting Hole : M6 / M4
KLM - = For Camera Lens or MicroscogidMObpecthinemd MoOUNting Orientation Vertical & Horizontal
Optics Held in : Threaded Bore with Ring

Mount with tilt and Translation

. Z Lens Mounts/Objective Lens Mounts
KLM - T -P&r 1 /25mm optics and 1 /25mm HM$ tubes
KLM - T -Bor 2 /50mm optics and 2 /50mm HM2 tubes This YZ lens mount provides linear adjustments along
KMMOH-T For Microscopic Objective’sMS thread YZ axis using precision spring loaded lead screws.

KLM - T - Eor Camera Lens or MicroscogidMObpe cthinead Model No: XYMOH

PAGE

@D o.varc www.holmarc.com
optomeChanICS E-mashles@holmatc.com mail 0 91Fa8A-25

Wrethan 1000 i o sptomeebanival pro

065








































































